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GENERAL CONSTRUCTION NOTES

1. ALL EXISTING FACILITIES CURRENTLY IN SERVICE MUST REMAIN IN SERVICE
UNLESS OTHERWISE NOTED IN THE DRAWINGS

2. CONDITION OF THE ROAD AND/OR RIGHT-OF-WAY, UPON COMPLETION OF JOB
SHALL BE AS GOOD AS OR BETTER THAN PRIOR TO STARTING WORK

3. ALL EFFORTS HAVE BEEN MADE TO INDICATE ALL EXISTING UTILITIES ON
PLANS. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO LOCATE AND PROTECT
ALL SAID UTILITIES AS WELL AS SERVICE CONNECTIONS WHETHER OR NOT
INDICATED ON PLANS. PRIOR TO CONSTRUCTION, CONTRACTOR SHALL COORDINATE
WITH UTILITY COMPANIES TO VERIFY LOCATION OF EXISTING UTILITIES

4. CALL UTILITY COORDINATING COMMITTEE 48 HRS. PRIOR TO CONSTRUCTION AT
1-800-344-8377 (1-800-DIG-TESS).

5. CONTRACTOR IS RESPONSIBLE FOR COORDINATING WITH GAS, OIL, ELECTRIC
TELEPHONE, FIBER OPTIC, CABLE TV, SEWER AND WATER UTILITIES OWNERS, ETC
FOR ANY RELOCATION AND/OR PROTECTION OF EXISTING LINES OR CABLES, AS
REQUIRED, DUE TO CONSTRUCTION ACTIVITIES.

6. CONTRACTOR TO PROVIDE A MINIMUM OF 21 OF CLEARANCE AT ALL CROSSINGS
OF SANITARY SEWERS, STORM SEWERS, ELECTRIC, WATER LINES AND L

7. CONTRACTOR MUST COMPLY WITH 0. S.H.A. SPECIFICATIONS, AND TXDOT
SPECIFICATIONS, ITEM 400 AND 402 ON TRENCH, BACKFILLING, EXCAVATION AND
SHORING REQUIREMENTS

8. THE CONSTRUCTION CONTRACTOR SHALL ALSO BE SOLELY RESPONSIBLE FOR THE
MEANS, METHODS, SEQUENCE, PROCEDURES, TECHNIQUES OR SCHEDULING ALL
PORTIONS OF CONSTRUCTION IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. THE
CONSTRUCTION CONTRACTOR SHALL ALSO BE SOLELY RESPONSIBLE FOR SAFETY IN
OR ABOUT THE JOB SITE IN ACCORDANCE WITH ANY HEALTH OR SAFETY
PRECAUTIONS, REGULATIONS, STANDARDS OR CODES REQUIRED BY 0.S.H.A. OR ANY
OTHER REGULATORY AGENCY.

9. NO MORE TRENCH MAY BE OPENED AT ONE TIME THAN CAN BE BACKFILLED AND
COMPACTED IN 8" LIFTS AT THE END OF EACH WORK PERIOD; NO TRENCH MAY BE
LEFT OPEN OVERNIGHT UNLESS COVERED BY METAL PLATES

10. CONTRACTOR TO TAKE NECESSARY PRECAUTIONS TO PROTECT ROOT SYSTEMS OF
SHRUBS, PLANTS AND TREES ALONG THE AREA OF EXCAVATION

11. EXISTING PAVEMENT, CURBS, SIDEWALKS, AND DRIVEWAYS DAMAGED OR
REMOVED DURING CONSTRUCTION SHALL BE REPLACED BY BONDED CONTRACTOR IN
CONFORMANCE WITH TXDOT STANDARDS WITH LIKE MATERIALS TO EXACT SHAPE AND
THICKNESS OF EXISTING. WHEELCHAIR RAMPS SHALL BE CONSTRUCTED AT ALL
PEDESTRIAN CROSSINGS WHERE CURB REMOVAL IS REQUIRED FOR INSTALLATION OF
THE UNDERGROUND CONDUIT SYSTEM. REPLACEMENT PAVEMENT TO BE EQUIVALENT
CONDITION OR BETTER.

12, CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING BORE PIT DIMENSIONS,
INFORMATION SHOWN ON PLANS IS FOR REFERENCE PURPOSE ONLY

13. IF IT BECOMES NECESSARY TO OPERATE MACHINERY ON A PORTION OF THE
PAVEMENT, PRECAUTIONS MUST BE TAKEN TO PREVENT ANY DAMAGE TO THE
PAVEMENT.

14, CONTRACTOR SHALL INSTALL TRAFFIC CONTROL DEVICES IN CONFORMANCE WITH
PART VI OF THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (201
EDITION) DURING CONSTRUCTION TO PROVIDE COMPLETE SAFETY TO THE GENERAL
PUBLIC.

15. IF APPLICABLE AN OFF-DUTY UNIFORMED POLICE OFFICER IS REQUIRED TO
DIRECT TRAFFIC WHEN ANY TRAFFIC LANES ARE BLOCKED (OR.AS SPECIFIED ON
LANE CLOSURE PERMITS).

16, BORE PITS CLOSER THAN 30’ FROM THE EDGE OF RPAVEMENT MUST BE
PROTECTED BY POSITIVE TRAFFIC BARRIERS. .OPEN PITS MUST BE SEALED OFF. BY
ORANGE PLASTIC MESH FENCING AND CONES« OR DRUMS

17, CONSTRUCTION EQUIPMENT LEFT_OVERNIGHT "IN STATE RIGHT-OF-WAY SHALL BE
SECTIONED OFF WITH ORANGE PLASTIC MESH FENCING AND BE PLACED AT LEAST
30" FROM THE EDGE OF PAVEMENT.

18. CONTRACTOR WILL BE RESPONSIBLE FOR REPLACING AND MAINTAINING TRAFFIC
SIGNS AND PAVEMENT MARKINGS, INCLUDING CENTERLINES, BARRIER LINES, LANE
LINES, RAISED PAVEMENT MARKING, <ETC

19. CONTRACTOR TS REQUIRED, TO PREPARE AND “IMPLEMENT ANwAPPROVED STORM
WATER POLLUTION/PREVENTION PLAN (SWPPP) INSACCORDANCE WITH STATE AND
LOCAL REQUIREMENTS AND CONTRACT DOCUMENTSs CONTRACTOR SHALL KEEP ALL
DEBRIS & SPOIL OUT OF DRAINS, CULVERTS, AND DROP INLETS AND ENSURE THAT
THEY DO NOT BECOME CLOGGED AS. A RESULT OF CONSTRUCTION ACTIVITIES

20. ANY DISCREPANCIES FROM WHAT TS SHOWN ON THE PLANS SHALL BE BROUGHT
TO THE ATTENTION OF THE ENGINEER

21. THE CONDUIT, FITTINGS, CONDUTT BODIES AND ACCESSORIES SHALL BE
INSPECTED UPON DELIVERY AND DURING THE PROGRESS OF THE WORK. ANY
MATERIAL FOUND TO BE DEFECTIVE WILL BE REJECTED BY THE OWNERS
REPRESENTATIVE AND THE CONTRACTOR SHALL REMOVE SUCH DEFECTIVE MATERIAL
FROM THE SITE OF THE WORK

22. CONTRACTOR SHALL COORDINATE AND VERIFY ANY UTILITY ABANDONMENT WITH
THE UTILITY COMPANY. NO FACILITY MAY BE CONSIDERED ABANDONED WITHOUT
WRITTEN CONSENT FROM UTILITY OWNER.

23, CONTRACTOR TO SEAL ENDS OF ALL INSTALLED CONDUITS WITH DUCT SEAL,
BELL END FITTINGS, WATER-TIGHT END CAPS, EXPANDABLE FOAM, OR BY OTHER
MEANS APPROVED BY THE ENGINEER. DO NOT USE DUCT TPAE AS A PERMANENT
CONDUIT SEALANT. DO NOT USE SILICON CAULK AS A CONDUIT SEALANT

24, THE CONSTRUCTION CONTRACTOR SHALL PLACE UTILITY LOCATION TAPE OVER
ALL EXPOSED CONDUIT

25. ALL PROPOSED BENDS SHALL BE GRADUAL SWEEPS WITH A MINIMUM 10-FOOT
RADIUS.

26. CONTRACTOR SHALL CONSTRUCT HORIZONTAL DIRECTIONAL DRILL IN
ACCORDANCE WITH ASTM F 1962 "STANDARD GUIDE FOR USE OF MAXI-HORIZONTAL
DIRECTIONAL DRILLING FOR PLACEMENT OF POLYETHYLENE PIPE OR CONDUIT UNDER
OBSTACLES INCLUDING RIVER CROSSINGS"

27, TEMPORARY CONSTRUCTION EASEMENTS TO BE SECURED BY TxDOT
REPRESENTATIVE IF APPLICABLE. CONTRACTOR TO CONFIRM ACQUISITION PRIOR TO
SCHEDULING OF WORK,

28. CONTRACTOR TO PROVIDE AND PLACE MULE TAPE AND/OR NYLON ROPE WITH A
TENSILE STRENGTH OF 1,250 LBS. IN EACH INSTALLED DUCT.TAPE TO HAVE

FOOT MARKING TO DETERMINE LENGTH INSTALLED.CONTRACTOR TO LEAVE MINIMUM DRIP

10-FOOT LOOPED AND TIED OFF AT EACH END OF THE CONDUIT

29, CONTRACTOR SHALL PLACE MARKER SIGNS AT EACH MANHOLE AND HANDHOLE
INSTALLED

30, UTILITY CONTRACTOR TO CONTACT UTILITY OWNER A MINIMUM OF 48 HOURS
PRIOR TO CONNECTION TO EXISTING HANDHOLE OR DUCTS TO COORDINATE ON-SITE
INSPECTION BY UTILITY PERSONNEL.

32. ALL PROPOSED ELECTRICAL FACILITES SHOULD BE INSTALLED AT A MINIMUM
OF 42 INCHES BELOW FINISH GRADE ELEVATION AT ALL LOCATIONS, UNEESS NOTED
ON THE PLANS.

33. CONTRACTOR TO INSTALL MANHOLES AND/OR HANDHOLES IN.ACCORDANCE WITH
MANUFACTURER’S INSTRUCTIONS

34, CONTRACTOR TO APPLY GROUT IN A MANNER TO ENSURE FILLING OF VOIDS IN
MANHOLE JOINTS BEING SEALED. APPLY GROUTING TO CONDUIT ENTRACES
RISERS, AND COVERS IN ADDITION TO ANY VOIDS

35. ALL MANHOLE COVERS SHALL BE INSTALLED FLUSH WITH FINISHED GROUND
LEVEL. THE ROOF OF ELECTRICAL MANHOLES SHALL BE AT LEAST FIVE FEET
BELOW FINAL GRADE WITHIN STATE RIGHT=OFE=-WAY

36. UTILITY OWNER MUST HAVE“AN ACTIVE UIRTPERMIT TO BEGIN CGONSTRUCTION.

IEXAS DFPARTMENT OF TRANSPORTATION
SPFCIFTICATIONS FOR PIACING UTTITTY | INES WITHIN-"THF
RIGHT-OF -WAY OF STATIF MAINTAINED HIGHWAYS

1. ALL EXCAVATIONS WITHIN THE RIGHT-OF -WAY AND NOI - UNDER SURFACING SHALL
BE BACKFILLED BY TAMPING IN 8-INCH HORLZONTAL 'LAYERS AND/OR AS DIRECTED
ALL SURPLUS MATERTAL SHALL BE REMOVED FROM.IHE RIGHT-OF-WAY AND THE
EXCAVATION FINTSHED FLUSH WITH IHE SURROUNDING NATURAL GROUND

2. WHERE SODDING IS DISTURBED BY EXCAVATION OR BACKFILLING OPERATIONS,
SUCH AREAS SHALL BE REPLACED BY SEEDING. SLOPES 4:1 OR STEEPER, SHALL BE
REPLACED BY BLOCK SODDING. THIS WORK SHALL BE IN ACCORDANCE WITH TXDOT
SPECIFICATIONS.

3. HIGHWAY CROSSINGS UNBDER SURFACED ROADS AND SURFACED CROSSROADS WITHIN
THE RIGHT-OF-WAY SHALL BE PLACED BY BORING. BORING SHALL EXTEND FROM
CROWN LINE TO CROWN LINE. ALL LINES CARRYING PRESSURE SHALL BE ENCLOSED
IN®SALTSFACTORY ACASING.

4. USE OF WATER-AND OTHER FLUIDS IN CONNECTION WITH BORING OPERATIONS
WILL BE"PERMITTED ONLY IN SUFFICIENT QUANTITY TO LUBRICATE BORING BIT
AND. PROVIDE A SMOOTH FLOW OF CUTTINGS. JETTING WILL NOT BE PERMITED

5. PIPELINE MATERIAL AND DESIGN FOR HIGH PRESSURE LINES MUST MEET THE
MINIMUM FEDERAL SAFETY STANDARDS FOR LIQUID AND GAS PIPELINES

6. OPERATIONS ON THE HIGHWAYS SHALL BE PERFORMED IN SUCH A MANNER THAT
OPERATING EQUIPMENT AND EXCAVATED MATERIAL ARE KEPT OFF THE PAVEMENT AT
ALL TIMES.

7. BARRICADES AND WARNING SIGNS, AND FLAGMEN WHEN NECESSARY, SHALL BE
PROVIDED BY THE CONTRACTOR OR OWNER. ONE-HALF THE TRAVELED PORTION OF
THE ROADWAY MUST BE OPEN TO TRAFFIC AT ALL TIMES

8. WORK PERFORMED ON RAILROAD RIGHT-OF-WAY IS SUBJECT TO THE CONCURRENCE
OF THE RAILROAD COMPANY. WORK PERFORMED WITHIN WATERWAYS, SUCH AS
RIVERS, CREEKS, BAYOUS, AND DRAINAGE DITCHES IS SUBJECT TO THE RULES &
REQUIREMENTS OF THAT APPROPRIATE GOVERNMENTAL AGENCY

AF GFNFRAI NOTES

1. CONTRACTOR TO USE APPROVED AUSTIN ENERGY ELECTRICAL CONTRACTOR FOR
AUSTIN ENERGY SCOPE OF WORK. SEE BELOW:

MASTEC NORTH AMERICA, INC. (512) 477-6777

PIKE ELECTRIC, LLC (512) 861-4836

NORTHSTAR ENERGY SOLUTIONS, LLC (972) 484-4344
RICHARD AUTOMATION, LLC (281) 941-4522

GREENSTONE ELECTRICAL SERVICES, LLC (210) 954-6635

2. FOR CIVIL INSPECTIONS, PLEASE CONTACT:

AE CIVIL INSPECTIONS
(512) 505-7144

3. ALL LIGHTING INSTALLATIONS MUST BE ORIENTED IN SAME DIRECTION AS
EXISTING LIGHTING BEING REMOVED

4. CONTRACTOR TO REVIEW AUSTIN ENERGY STANDARDS AND SPECIFICATIONS
PRIOR TO MOUNTING EQUIPMENT, RISERS, ETC. TO VERIFY PLACEMENT.

5. CONTRACTOR TO MAINTAIN EXISTING ELECTRICAL PHASING.

6. CONTRACTOR TO COORDINATE ANY NEEDED OUTAGES WITH AUSTIN ENERGY AND

IMPACTED CUSTOMERS.

7. SECONDARY RISERS TO BE BUILT TO A HEIGHT OF 12" BELOW NEUTRAL

LOOP TO BE 8" BELOW FINAL RISER HELGHT

8. IF A PROPOSED INFRASTRUCTURE IS INSTALLED IN AN EXISTING DRAINAGE
AREA, COORDINATE WITH ROADWAY CONIRACTOR TO DETERMINE FINAL ELEVATIONS
IF SO, CONSULT WITH ENGINEER AS A TALLER POLE MAY BE NEEDED

9. CONTRACTOR TO COORDINATE REMOVAL OF EXISTING ITS LIGHTING SERVICES

WITH INSTALLATION OF NEW SERVICES

REMOVAL AND 'INSTALLATION

VERIFY WITH TXDOT INSPECTOR PRIOR TO

1'0. CONTRACTOR .TO COORDINATE WITH ENGINEER FOR CORRECT POLE SIZE IF
POLE IS PLACED WITH AN UNFORESEEN "TURN ANGLE

11. CONTRACTOR TO RESAG EXISTING PRIMARY AS NEEDED

12, CONTRACTOR TO MAINTAIN NESCICLEARANCES AT ALL TIMES

13. CONTRACTOR TO MAINTAIN<EXISTING SAG/TENSION ON RELOCATED LINES

14, CONTRACTIOR TO VERIFY POLE ANGLES PRIOR TO
INSTALLATION OF POLE AND FRAMING

UTILITY OWNER

CONTACT

PHONE NUMBER EMAIL

AUSTIN ENERGY (DIST)

THOMAS WHITEAKER

512-505-7526 thomas.whiteaker@austinenergy.com
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BELOW GRADE 10 TOP QF VAULT
70/ SHILL BF RATED FOR AASHTO HS 20 LOADING
— FOR INFORMATION ONLY -
32°X 26°X ¥ DP THINVALL ENOCKOUT TYP OF 2
: o 1T
| NUARARARYAVEE -
5 : 1o Mt 2, | -
» =l »er—s 1 3
Byr °
l 4
————————————— SEWC S e St e I
s -] g TT 1 v
i T
A 1
e | il
) | D o
. i’ 3 32°X 26°X & L S i s
aww Lv,; h__-k_‘- w '/ = I 1 T’ 1] 5.\\’-:_-::: mgm
| TS nDility &
F CAPITAL AREA
SECTION "A-A DETAIL ”A” SECTION "B-B
e e s " CITY OF AUSTIN 3 —
-ﬂ:ﬂl: =§.§¥M : ELECTRIC SERVICE DELIVERY u‘%zg 7' PRECAST MANHOLE L S I Texas Department of Transportation
—— RS SUBSTATION ENGINEERING - CAPITAL EXPRESS CENTRAL
Al WNUOW TV 28 B .-.".'.‘.'.l“.'.'i_. 1 m A

AUSTIN ENERGY

6'X12'X7'
MANHOLE DETAIL
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ts/105 Utilities/ELECTRICAL/GGE/01 General Sheets/437.

12:49:25 PM
pw.//wsp-us-pw.bentley. com:wge-us—pw—O%/Documents/T X DOT Pro"ects/CaeExC Downtown/4 - De_sign/Ma_ster Design Files/Shee

DATE: 5/25/2026

FILE:

SECTION: SECTION:
. CIVIL . CIVIL
JA Austin = JA Austin i
Eneegy TRENCHING & BORING T Eneray TRENCHING & BORING e
REV_DATE: - REV_DATE: d
040126 CONDUIT & DUCT BANK DETAIL FOR FEEDER (COMM. IN R.0.W) 10F 1 0201126 NON-JOINT TRENCH: BASE, CONCR. HOT MIX & BACKFILL 10F 1
HOT MIX ASPHALTIC CONCRETE HOT MIX ASPHALTIC CONCRETE
ALL OTHER UTILITIES PAVEMENT PER COA ROW / PAVEMENT PER €OA ROW
(COMMUNICATIONS) SPECIFICATION __GRADE _ = SPECIRICATION
= 3
T
== =
CONDUIT IN COA ROAD R.O.W il ISl
Se Ln Tl
PRIMARY OR SECONDARY: 36"
OR CLSM =] =1
CONDUIT NOT IN COA R.OW. =i = BACKFILL:
36" COVER FOR PRIMARY PRIMARY: 30" / EI?*EX[I:?;E‘ BASE
O q 30" COVER FOR SECONDARY SECONDARY: 24"
NOT IN C.0.A. RO.W. JONGRETE
| ,' / ENGASED
- o]
24" MINIMUM \ f 2 :
BY AE. OTHER FOR PRIMARY ONLY, o+ NOTE: DUCT BANK LAYOUTS
SAND BACKFILL FOR i VARY BY DESIGN NEEDS OR
UTILITIES MAY SECONDARY ONLY i DUE TO SITE CONDITIONS.
REQUIRE ADDITIONAL ' 5 >
DISTANCE. - 2 o
2“I = {
s

1419-20-10 BASE FLEXABLE - 1 CUYD
1419-20-20 CONCRETE HOT MIX ASPHALT - 1 CUYD
1419-20-30 CONCRETE BACKFILL - 1 CUYD

BACKFILL SHALL BE CLSM (CONTROLLED LOW STRENGTH MATERIAL) OR FLEXIBLE BASE MATERIAL. FLEXIBLE BASE
MATERIAL SHALL CONSIST OF CRUSHED LIMESTONE PARTICLES AND DURABLE COURSE AGGREGATE PARTICLES MIXED
‘WITH APPROVED BINDING MATERIALS AND SHALL CONFORM TO THE CITY OF AUSTIN, STANDARD SPECIFICATION, ITEM NO.
210, FLEXIBLE BASE.

IN ENCASED CONCRETE INSTALLATIONS, THE CONCRETE MIXTURE SHALL DEVELOP A MINIMUM STRENGTH OF 2000 PSI AT 28
DAYS AND SHALL HAVE A MINIMUM OF FOUR SACKS OF CONCRETE PER CUBIC YARD. MAXIMUM SLUMP FOR THE MIXTURE
SHALL BE 6-IN.. AND THE AGGREGATE IN THE MIXTURE SHALL BE NO LARGER THAN 3/8-IN. (2"MIN. CONCRETE
ENCASEMENT).

HOT MIX ASPHALTIC CONCRETE PAVEMENT SHALL BE THE TYPE NECESSARY TO REFLACE OR MATCH PAVEMENT REMOVED
DURING THE PURSUANCE OF DUCTLINE CONSTRUCTION AND SHALL CCNFORM TO THE CITY OF AUSTIN, STANDARD
SPECIFICATION, ITEM NO. 340, HOT MIX ASPHALTIC CONCRETE.

CONDUIT SPACERS SHALL BE REQUIRED FOR ALL STACKED CONDUIT CONFIGURATIONS.

BACEFILL IN PAVED STREETS WITHIN THE CITY LIMITS OF AUSTIN SHALL CONFORM TO THE CITY OF AUSTIN, PUBLIC WORKS
AND TRANSPORTATION DEPARTMENT SPECIFICATION, CUTS IN PUBLIC RIGHT-OF-WAY. BACKFILL IN COUNTY OR STATE
HIGHWAY RIGHT-OF-WAY SHALL CONFORM TO THE REQUIREMENT OF THE OFFICIAL AUTHORITY FOR THE CONSTRUCTION

LOCATION.

USE RED WARNING TAPE OR. TRACER TAPES FOR ROADS OR RO'W_TF AFPLICAELE.

CU-REF

CU-ID

CU-DESCRIPTION

14192010

BASEFLEX-1CY

FLEXIBLE BASE - 1 CUBIC YARD

14192020

HMASPCONPAV-1CY

HOT MIX ASPH CONCRETE - 1 CUBIC YARD

14192030

CON2000PST

CONCRETE BACKFILL 1 CUBIC YARD

©CITY OF AUSTIN DBA AUSTIN ENERGY 2026

(MIN.)

1419-25-10 BASEFLEXABLE - 1 CUYD

1419-25-20 CONCRETE HOT MIX ASPHALT - 1 CUYD

1419-25-30 CONCRETE BACKFILL - 1 CUYD

BACKFILL SHALL BE CLSM (CONTROLLED LOW STRENGTH MATERIAL) OR FLEXIBLE BASE MATERIAL. FLEXIBLE BASE MATERIAL
SHALL CONSIST OF CRUSHED LIMESTONE PARTICLES AND DURABLE COURSE AGGREGATE PARTICLES MIXED WITH APPROVED
BINDING MATERIALS AND SHALL CONFORM TO THE CITY OF AUSTIN, STANDARD SPECIFICATION. ITEM NO. 210. FLEXIBLE BASE.

IN ENCASED CONCRETE INSTALLATIONS, THE CONCRETE MIXTURE SHALL DEVELOP A MINIMUM STRENGTH OF 2000 PSI AT 28
DAYS AND SHALL HAVE A MINIMUM OF FOUR. SACKS OF CONCRETE PER CUBIC YARD. MAXIMUM SLUMP FOR THE MIXTURE
SHALL BE 6-IN., AND THE AGGREGATE IN THE MIXTURE SHALL BE NO LARGER. THAN 3/8-IN. (2"MIN. CONCRETE ENCASEMENT)

HOT MIX ASPHALTIC CONCRETE PAVEMENT SHALL BE THE TYPE NECESSARY TO REPLACE OR MATCH PAVEMENT REMOVED
DURING THE PURSUANCE OF DUCTLINE CONSTRUCTION AND SHALL CONFORM TO THE CITY OF AUSTIN. STANDARD
SPECTFICATION, ITEM NO. 340, HOT MIX ASPHALTIC CONCRETE.

CONDUIT SPACERS SHALL BE REQUIRED FOR ALL STACKED CONDUIT CONFIGURATIONS.

BACKFILL IN PAVED STREETS WITHIN THE CITY LIMITS OF AUSTIN SHALL CONFORM TO THE CITY OF AUSTIN, PUBLIC WORKS
AND TRANSPORTATION DEPARTMENT SPECTFICATION, CUTS IN PUBLIC RIGHT-OF-WAY. BACKFILL IN COUNTY OR STATE
HIGHWAY RIGHT-OF-WAY SHALL CONFORM TO THE REQUIREMENT OF THE OFFICIAL AUTHORITY FOR THE CONSTRUCTION

LOCATION.

USE RED WARNING TAPE OR TRACER TAPES FOR ROADS OR R.O.W. WHEN APPLICABLE.

CU-REF

CU-ID

CU-DESCRIPTION

14192510

BASEFLEX-ICY

FLEXIBLE BASE - 1 CUBIC YARD

14192520

HMASPCONPAV-1CY

HOT MIX ASPH CONCRETE - 1 CUBIC YARD

14192530

CON2000PSI-14192330

CONCRETE BACEFILL 1 CUBIC YARD

@ CITY OF AUSTIN DBA AUSTIN ENERGY 2026

CAPITAL AREA

GGE DESIGN & CONSULTING, LLC
5906 Old Fredericksburg Rd
Suite 203

Austin TX 78749
TEL:512.294.4105

TBPE F-20605

=t

I Texas Department of Transportation

CAPITAL EXPRESS CENTRAL

AUSTIN ENERGY
ELECTRIC RELOCATIONS
TRENCH DETAILS
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DATE: 5/25/2026

FILE:

SPEC NO. 7009 7009 7009
ITEM NO. 6184 HH#EHHE 7002
UTILITY LINE # SHEET # PROP ELEC PROP ELEC PROP ELEC
CONDT (PVC) (SCH40) (1-4") (TRENCH) CONDT (PVC) (SCH40) (9-5") (TRENCH) MANHOLE (12'X6'X7') (PRE-CAST)
LF LF EA
AESEG01-01 3118 167 167 1
Total 167 167 1

REV DATE BY DESCRIPTION

95% SUBMITTAL

DOCUMENT INCOMPLETE: NOT INTENDED
FOR PERMIT, BIDDING OR CONSTRUCTION.

ENGINEER: SHANNON R. SULLIVAN
P.E. SERIAL No.: 131219
DATE: 5/25/2026
! : ! -’ L %
CAPITAL AREA )

GGE DESIGN & CONSULTING, LLC
5906 Old Fredericksburg Rd
Suite 203

Austin TX 78749
TEL:512.294.4105

TBPE F-20605

=t

I Texas Department of Transportation

CAPITAL EXPRESS CENTRAL

UNDERGROUND JOINT BID
ELECTRIC RELOCATIONS
SUMMARY OF QUANTITIES
SHEET 1 OF 1
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—
HORIZONTAL

I B — 1020 40

0
PROPOSED 96" WASTEWATER == o
PROPOSED DRAINAGE INLET | :

VERTICAL
PROPOSED JOINT TELECOM A SCALE IN FEET
REFER TO SEG03-01
T LEGEND
w1 wmm EXISTING RIGHT OF WAY
wmmm 1 1 wsm PROPOSED RIGHT OF WAY
A w1+ wsm PROPOSED AWU EASEMENT
1 == CONSTRUCTION EASEMENT
m— SD1-1 OPC D DR. E
— — — - EXIST
PROPOSED EOP
EXISTING EOP
PROPOSED DRILL SHAFTS
PROPOSED RETAINING WALL
PROPOSED TELECOM
PROPOSED GAS
PROPOSED WATER LINE
PROPOSED WASTEWATER LINE
PROPOSED UNDERGROUND ELECTRIC
PROPOSED BORE PATH
PROPOSED BORE STAGING/RECEIVING AREA

X
CURVE INFO  |PC STA OFFSET  |PT STA OFFSET  |RADIUS LLLILI
HC #1 10+30.67 |0' 10+44.62 |0' 50' 5
HC #2 10450.50 |0' 10+64.44 |0’ 50 o
Yy
~
~
N

PROPOSED ROW

PROPOSED TEMPORARY TELECOM
REFER TO TEMP02-01

PROPOSED 12" WATER

BEGIN PROPOSED AE ELEC SEG01-01 PROPOSED JOINT TELECOM

SEG01-01 B STA 10+00
IH35 ¢ STA 3029+32, RT 412"
TIE INTO EXISTING AE CAPPED CONDUITS

IH35 SBFR

==

END PROPOSED AE ELEC SEG01-01

REFER TO SEG06-02
&1 | A' I‘ V ;
==l EXISTINGEOP A
TIE INTO PROPOSED (12'X6'X7") AE MH N X
SEG01-01 B STA 11+67

IH35 ¢ STA 3290+33, RT 246' i

PROPOSED 12" WATER

PROPOSED OPEN TRENCH -167 LF
AE ELEC: 1-4", 9-5" HDPE (SDR11) DUCTS

HC #2

F:{_HC#I
L e = =—hii

SABINE ST

EXISTING WALLER CREEK BRIDGE

PROPOSED SUP

- EXISTING EOP

.

EXISTING ROW
Rt p— — i v
— ]

I
'II /1]

_ =) W N L T = o Hy 110+00. -
4 gz
M I =
‘ Iy 1
- n x : 2. CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING BORE PIT
m——————- 4 = - = Z = e I - LOCATIONS AND DIMENSIONS. INFORMATION SHOWN ON PLANS IS FOR
T M | fF—————— EXISTING DRAINAGE INLET | =] Y SIS G 5 ‘0L - PROPOSED JOINT TELECOM ———==— :
L Il 4 L | PROPOSED ILLUM —__ * | | |REFER TO SEG06-01 A ) —F 3. ANY DISCREPANCIES FROM WHAT IS SHOWN SHALL BE BROUGHT
14~ I PROPOSED RETAINING WALLS IS4TH301 € — PR“OPOSEDJOINT TELECOM u R e " TO THE ATTENTION OF THE ENGINEER
. = —=}! REFER TO SEG08-01 _ — PROPOSED TS - =1 | 4. EXISTING GROUND ELEVATIONS FOR REFERENCE ONLY, FROM

| C— 0 — 1 — —|-|| 4 e — — — ] — Il_ ]\ — — — 0 — — — — _— ] —— — D i " T 1014+00 - PROVIDED BY TXDOT. ACTUAL ELEVATIONS TO BE VERIFIED BY

1 E 4TH ST la 4 ; r l_j \ CONTRACTOR

I
" R P THE PROPOSED PIPE DEPTHS OF VER MINIMUM BELOW
T 1013+00 ] [ _f— 5 0POS| S OF CO UM BELO
W T

1
: 10§2+00 PROPOSED 8" WATER i ya B sy ' PROPOSED GRADE
~ 6. WHERE PROPOSED ROADWAY IS IN A FILL SECTION, MINIMUM DEPTH
! ] £ PROPOSED RAIL CABLE TROUGH i H OF COVER MUST STILL BE MAINTAINED FROM EXISTING GROUNDLINE
- - = d IN THE PRE-CONSTRUCTION CONDITION.

13
e
-

NOTES:

T-GGE UTIL ELECTRIC AESEG01-01.dgn

- 4, = r 1. ALL EXISTING AND PROPOSED UTILITY LOCATIONS ARE APPROXIMATE.
~ Dz - 2! 1 3 CONTRACTOR TO FIELD VERIFY ALL UTILITY LOCATIONS AND MAINTAIN
~7 < 2" = N = g MINIMUM 24" VERTICAL AND HORIZONTAL CLEARANCE

~ ' TPROPOSED JOINT TELECOM
1010500 REFER TO SEGO7-01

AL 7. MANHOLES/HANDHOLES INSTALLED INSIDE THE PAVEMENT/SHARED
PROPOSED jOINT TELECOM = USE PATH SHALL BE H-20 RATED. MANHOLES/HANDHOLES INSTALLED
= . J X OUTSIDE PAVEMENT/SHARED USE PATH SHALL BE TIER-22 RATED.
~= 9- P — — REFER TO SEG07-02 CONTRACTOR SHALL INSTALL ALL MANHOLES/HANDHOLES PER
> A A MANUFACTURER'S SPECIFICATIONS.
H- - &= S MY == P e Y N ¥
T w— —

; “Existing Row' 1/ *T WTPROPOSED TEMPORARY TELECOM =
) A° S Z REFER TO TEMP03-01

) ~ " PROPOSED CURB WALL === = PROPOSED 12" WATER %
L PROPOSED AWU EASEMENT —

> &

8. STEP 1: PLACE MH RING AT EXISTING GRADE. STEP 2: ONCE EXISTING
GRADE HAS BEEN CUT TO PROPOSED GRADE, ADJUST FRAME AND COVER

b ]
- 9. PROFILE ONLY CALLS OUT FINAL TOP OF RIM ELEVATION, CONTRACTOR
TO FOLLOW STEPS LISTED ON PLAN VIEW TO ACCOUNT FOR FUTURE
GRADING

LAH

10. FOR CONDUITS BEHIND SUP CUT WALL. CONTRACTOR TO PLACE
CONDUITS 2' BELOW THE BOTTOM OF THE WALL

11. TEMPORARY TELECOM ALIGNMENTS TO BE RELOCATED TO ULTIMATE
ALIGNMENTS ONCE BRIDGE CONSTRUCTION IS COMPLETED AND
BEFORE RETAINING WALL DRILL SHAFT CONSTRUCTION

REV DATE BY DESCRIPTION

485 . " S ) 485

'OPEN TRENCH WITH TRENCH PROTECTION - 167 LF

480 . N ) v . . : 480 95% SUBMITTAL
3 : ‘ DOCUMENT INCOMPLETE: NOT INTENDED
FOR PERMIT, BIDDING OR CONSTRUCTION.

VC #1 VPC STA 10+03.69 ENGINEER: SHANNON R. SULLIVAN

. EL=45835" ‘ : :
475 N 50" MIN R o € i il | 475 P.E. SERIAL No.: 131219

DATE: 5/28/2026

VC #1 VPT STA 10+13.92 . . PROPOSED AE ELEC MH
EL = 457.29' : : ADJUST TO FINAL GRADE
: : PROPOSED PAVEMENT EXISTING ELECTRIC FINAL TOR= 468.26"

... A O : EXISTING TELECOM
VC #2 VPC STA 10+33.11 EXISTING GROUND

470 470

B s e PROPOSED 12" WATER PROPOSED TELECOM

50' MIN R EXISTING TELECOM EXISTING TELECOM - pp—
PROPOSED RAIL
CABLE TROUGH Py ' ,
EXISTING -

4

465 : VC #2 VPT STA 10+43.34
_ A n " EL = 45222

—— — 6" ABAN. WATER CAPITAL ARE
7 GGE DESIGN & CONSULTING, LLC

5906 Old Fredericksburg Rd
Suite 203

460 \I z Austin TX 78749

TEL:512.294.4105

‘ : : VC #3 VPC STA 10+63.89 EXISTING AE ELEC CONDUITS 3
460 : : : EL = 452.22'
2N < % 50' MIN R
‘ VC #3 VPT STA 10+75.68

02/Documents/TX DOT Projects/CaeExC Downtown/4 - Design/Master Design Files/Sheets/105 Utilities/ELECTRICAL/RELOCATIONS/437-1052005 CiLExD

W-

‘ ‘ EL = 453.63" y
455 ; 3 j
R N S : Cve#1

VC #4 VPC STA 10+85.60

EL = 456.03'
50' MIN R

450 VC #4 VPT STA 10+97.74 B -
EL = 457.44'
VC #2
AE ELEC: 1-4", 9-5" HDPE (SDR11) DUCTS

445

- - — = — =t
R : 455 I Texas Department of Transportation
. ¥ RIS CAPITAL EXPRESS CENTRAL
PROPOSED 8" WATER
VC #4 PROPOSED TELECOM 450
PROPOSED TELECOM EXISTING TELECOM PROPOSED ELECTRIC
PROPOSED 12+ WATER PLAN & PROFILE

AESEGO01-01

11:28:20 AM

445

SHEET 1 OF 1
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EXISTING GROUND
TOP OF UTILITY

463.21
459.29
463.71
458.57

DIST COUNTY SHEET NO.

bow: CK:

DATE: 5/28/2026
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