County: HAYS Sheet:
Highway: Sessom Dr. Control: 0914-33-091

Alterations to the cancellation and maximum rate must be approved by the Engineer or pre-
determined by official policy of the officer’s governing authority.

Back Up Alarm.
For hours 9 P to 6 A, utilize a non-intrusive, self-adjusting noise level reverse signal alarm. This
is not applicable to hotmix or seal coat operations. This is subsidiary.

ITEM 8 - PROSECUTION AND PROGRESS
Working days will be charged in accordance with 8.3.1.4 Standard Workweek.

The earliest start date is February 17th following the authorization to begin work.

In accordance with SP 008-005, the latest work start date is the August 1%t immediately following
the authorization to begin work. Compulsory Delay due to Asphalt Season.

ITEM 300s — SURFACE COURSES AND PAVEMENTS
For seal coat applications: Asphalt cements, cutback, performance-graded asphalt season is May
1 thru September 15. Emulsified asphalt season is April 1 thru October 15.

The latest work start date for asphalt season is August 1 when a date is required per special
provision to Item 8.1.

Overlay and seal coat projects must include placement of surface material on the existing
mailbox turnouts, including turnouts that are worn paths without a pavement structure. Apply a
new surface and material as necessary to create a mailbox turnout with a cross slope that matches
the adjacent pavement. Payment of work will be in accordance with the item for the type of
material placed.

ITEMS 3076 - HOT-MIX ASPHALT PAVEMENT
Core holes may be filled with an Asphaltic patching material meeting the requirements of DMS-
9203 or with SCM meeting requirements of DMS-9202.

Remove and dispose of off the ROW the audible/profile markings, reflectorized markings, and
raised markers.

Install transverse butt joints with 50 ft. H: 1 in. V transition from the new ACP to the existing
surface. Install a butt joint with 24 in. H: 1 in. V transition from the new ACP to a driveway,
pullout or intersection. Saw cut the existing pavement at the butt joints. This work is subsidiary.

Use a device to create a maximum 3H:1V notched wedge joint on all longitudinal joints of 2 in.
or greater. This work is subsidiary.

Prior to milling, core the existing pavement to verify thickness. This work is subsidiary.

Ensure placement sequence to avoid excess distance of longitudinal joint lap back not to exceed
one day’s production rates.
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Submit any proposed adjustments or changes to a JMF before production of the new JMF.

Tack every layer. Do not dilute tack coat. Apply it evenly through a distributor spray bar.
Provide a minimum transition of 10’ for intersections, 10’ for commercial driveways, and 6’ for
residential driveways unless otherwise shown on the plans.

Irregularities will require the replacement of a full lane width using an asphalt paver. Replace
the entire sublot if the irregularities are greater than 40% of the sublot area.

Lime or an approved anti-stripping agent must be used when crushed gravel is utilized to meet a
SAC “A” requirement.

When using RAP or RAS, include the management methods of processing, stockpiling, and
testing the material in the QCP submitted for the project. If RAP and RAS are used in the same
mix, the QCP must document that both of these materials have dedicated feeder bins for each
recycled material. Blending of RAP and RAS in one feeder bin or in a stockpile is not permitted.

Asphalt content and binder properties of RAP and RAS stockpiles must be documented when
recycled asphalt content greater than 20% is utilized.
No RAS is allowed in surface courses.

Department approved warm-mix additives is required for all surface mix application when RAP
is used. Dosage rates will be approved during JMF approval.

The Hamburg Wheel Test will have a minimum rut depth of 3mm except for SMA with HPG or
PG 76.

ITEMS 3076 - DENSE-GRADED HOT-MIX ASPHALT

Use the SGC for design and production testing of all mixtures. Design all Type D mixtures as a
surface mix, maximum 15% RAP and no RAS. Contractor may not use a substitute PG binder
for 76-22. When using substitute binders, mold specimens for mix design and production at the
temperature required for the substitute binder used to produce the HMA.

The Hamburg Wheel minimum number of passes for PG 64 or lower is reduced to 7,000. The
Engineer may accept Hamburg Wheel test results for production and placement if no more than 1
of the 5 most recent tests is below the specified number of passes and the failing test is no more
than 2,000 passes below the specified number of passes.

ITEMS 3081 - THIN OVERLAY MIXTURES (TOM)
For SAC A, blending SAC B aggregate with an RSSM greater than the SAC A rating or 10,
whichever is greater, is prohibited.

When using a Thermal Imaging System follow the Weather Condition requirements for When
Not Using a Thermal Imaging System.
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Produce mixture with a Department approved WMA additive or process to facilitate compaction
when the haul distance is greater than 40 miles or when the air temperature is 70°F and falling.
WMA processes such as water or foaming processes are not allowed under these circumstances.

ITEM 351 - FLEXIBLE PAVEMENT STRUCTURE REPAIR
Use materials and lift thickness per SS3076. Type C and D mixes will receive an underseal per
SS 3085 if the repair surface is the final surface. This work is subsidiary.

Unless otherwise shown on the plans, use the following for repairs:

Type C and D mix will use PG 76 -22 and will be placed with a paver.

Type B mix will use PG 64 -22 and may use a blade to place the mix.

For up to 2 in. deep repairs use Type D PG 76-22 SAC B.

For up to 6 in. deep repairs use Type C PG 76-22 SAC B.

For greater than 6 in. deep repairs use 2 in. Type C or D surface and Type B for the bottom lifts.
For greater than 6 in. deep repairs will be milled then overlaid, adjust the depth of the Type C or
D to provide Type C or D to a depth 1.5 in. below the bottom of the milling.

ITEM 354 - PLANING AND TEXTURING PAVEMENT
Contractor retains ownership of salvaged materials.

Unless shown on the plans, mill and resurface the work area during each shift on roadways with
ADT greater than 20,000 or if milling will expose the flex base or subgrade per the typical
section. Unless shown on the plans, mill and resurface a work area within 5 days for roadways
with ADT 20,000 or less.

Taper permanent transverse faces 50 ft. per 1 in. Taper temporary transverse faces 25 ft. per 1
in. Taper permanent longitudinal faces 6 ft. per 1 in. HMA may be used as temporary tapers.
Provide minimum 1 in. butt joints at bridge ends and paving ends. This work is subsidiary.
Milled surfaces directly covered by a mat thickness of 1 in. or less shall produce a milled texture
with a ridge to valley depth (RVD) no greater than 0.25 in. (6.5 mm).

ITEM 502 - BARRICADES, SIGNS, AND TRAFFIC HANDLING

Table 1
Roadway Limits Allowable Closure Time
All Within 200’ of a signalized intersection 9Pto5A
All All (Full Closure, see allowable work below) 11Pto4 A

Table 2
Roadway Limits Allowable Closure Time
Sessom Drive All (2 lanes closed, all work) 8Pto6 A

Table 3 (Mobile Operations)

Roadway Allowable Sun Night thru Fri Noon Allowable Sat thru Sun Morn
Within Austin City Limits 10Ato2Pand7Pto6 A 7Pt010 A
Outside Austin City Limits 7Pto6 A 6Ptol0A
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Highway: Sessom Dr. Control: 0914-33-091
IH 35 main lanes 10Pto5 A 9Pto9 A
AADT over 50,000 8Pto6 A 8Pto10 A

For roadways without defined allowable closure times, nighttime lane closures will be allowed
from 8 P to 6 A.

Daytime or Friday night lane closures will not be allowed unless otherwise shown on the plans.
One lane in each direction will remain open at all times for all roadways unless otherwise shown
on the plans.

Two lanes closed on IH 35 allowed to begin at 9 P.M. for main lane (shoulder work not
included) hotmix overlay or pavement repair operations (does not include bridge joint work).

Full closures only allowed Friday night thru Monday morning for bridge beam installation,
bridge demolition, or OSB truss removal/installation. Full closures only allowed for roadways
with frontage roads or if a designated detour route is provided in the plans.

No closures will be allowed on the weekends, working day prior, and working day after the
National Holidays defined in the Standard Specifications, Good Friday, and Easter weekend.

No closures will be allowed 1 P.M. to 11 P.M. the Sunday of the Super Bowl.

Time charges will not be suspended during the large and special events listed below. These
events are provided in the contract to allow scheduling of work around these lane closure
restrictions.

All lanes will be open by noon of the day before the large events listed in below table. No
closures will be allowed on Friday and the weekends for projects within 20 miles of these large
events:

Table 4 (Large Events)

Event City Dates

Sales Tax Holiday All Annually (See Event
Website)

All lanes will be open by noon of the day before the special events listed in below table. No
closures will be allowed on Friday and the weekends for projects within 10 miles of these special
events:

Table 5 (Special Events)

Event City Dates
Texas State Graduation Fall San Marcos TBD
Texas State Graduation Spring San Marcos TBD
Presidential Debate San Marcos Sept 19, 2024
(no work to occur 5 days prior)

All the large and special events listed in the above tables occur annually. Coordinate with the
Department and review the city/event website to plan around the future events.
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To account for directional traffic volumes, begin and end times of closures may be shifted
equally by the Engineer. The closure duration will remain. Added compensation is not allowed.

One-way traffic control, including work performed under Item 510, must be set up to provide a
maximum of 20 minutes of delay to the traveling public.

Submit an emailed request for a lane closure (LCN) to TXDOT. The email will be submitted in
the format provided. Receive concurrence prior to implementation. Submit a cancellation of
lane closures a minimum of 18 hours prior to implementation. Blanket requests for extended
periods are not allowed. Max duration of a request is 2 weeks prior to requiring resubmittal.

Provide 2-hour notice prior to implementation and immediately upon removal of the closure.
For roadways listed in Table 1: Submit the request 96 hours prior to implementation.

For roadways not listed in Table 1: Submit the request a minimum of 48 hours prior to the
closure and by the following deadline immediately prior to the closure: 11A on Tuesday or 11A
on Friday.

For all roadways: Submit request for traffic detours and full roadway closures 168 hours prior to
implementation. Submit request for nighttime work 96 hours to implementation date.

Cancellations of accepted closures (not applicable to full closures or detours) due to weather will
not require resubmission in accordance with the above restrictions if the work is completed
during the next allowable closure time.

Closures that conflict with adjacent contractor will be prioritized according to critical path work
per latest schedule. Conflicting critical path or non-critical work will be approved for first LCN
submitted. Denial of a closure due to prioritization or other reasons will not be reason for time
suspension, delay, overhead, etc.

Meet with the Engineer prior to lane closures to ensure that sufficient equipment, materials,
devices, and workers will be used. Take immediate action to modify current and future traffic
control, if at any time the queue becomes greater than 20 minutes.

Consider inclement weather prior to implementing the lane closures. Do not set up traffic
control when the pavement is wet.

Cover, relocate, or remove existing small, large, and overhead signs that conflict with traffic
control. Cover large and overhead signs to remain using latest standard TS-CD. This work is
subsidiary.

Install all permanent signs, delineation, and object markers required for the operation of the
roadway before opening to traffic. Use of temporary mounts is allowed or may be required until
the permanent mounts are installed or not impacted by construction. Maintain the temporary
mounts. This work is subsidiary.
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Place a 28-inch cone, meeting requirements of BC (10) and Ty Ill barricades, on top of
foundations that have protruding studs. This work is subsidiary.

Vertical panels used on roadways with speed limit 55mph or greater must be round in shape or
have a self-righting mechanism. The “flat” or “oblong” shaped vertical panels are not allowed.

A series of sequential flashing warning lights, per BC(7), must be installed in a merging taper for
long term stationary TCP. This includes all TCP setups, such as those shown on the plans or
TCP setups per the standards.

Edge condition treatment types must be in accordance with the TxDOT standard. Installation and
removal of a safety slope is subsidiary.

To determine a speed limit or an advisory speed limit, submit a request to TXDOT 60 business
days prior to manufacture of the sign.

For non-site-specific signal projects, 2 months of barricades will be paid per work order location.

The Contractor Force Account “Safety Contingency” that has been established for this project is
intended to be utilized for work zone enhancements, to improve the effectiveness of the Traffic
Control Plan, that could not be foreseen in the project planning and design stage. These
enhancements will be mutually agreed upon by the Engineer and the Contractor’s Responsible
Person based on weekly or more frequent traffic management reviews on the project. The
Engineer may choose to use existing bid items if it does not slow the implementation of
enhancement.

ITEM 506 - TEMPORARY EROSION, SEDIMENTATION, AND ENV CONTROLS
If SW3P plan sheets are not provided, place the control measures as directed.

Install, maintain, remove control measures in areas of the right of way utilized by the Contractor
that are outside the limits of disturbance required for construction. Permanently stabilize the
area. This work is subsidiary.

Erosion control measures must be initiated immediately in areas where construction activities
have ceased and will not resume for a period exceeding 14 calendar days. Vertical track all
exposed soil, stockpiles, and slopes. Re-track after each rain event or every 14 days, whichever occurs
first. Sheep foot roller is allowed for vertical tracking. This work is subsidiary.

For routine or anticipated dewatering, notify the engineer 72 hours before beginning dewatering.
Notify the Engineer within 1 hour of beginning emergency or recent rainfall dewatering. Water
located within the ROW that will leave the ROW must appear free of pollutants such as suspended
sediment, oil sheen, floating solids, etc. Dirty water must pass thru adequate BMPs prior to leaving
the ROW to prevent discharge of dirty water. Bypass pumping of water found in a navigable
waterway that enters from outside the ROW and is discharged downstream of the ROW will not
require the use of BMPs. Dewatering BMPs will be paid for in conformance with the applicable bid
items. However, if the necessary BMP item is not included in the Contract, payment for the BMP
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will be in accordance with Article 9.7., “Payment for Extra Work and Force Account Method.”
The act of dewatering and the equipment used to dewater will not be paid for directly but will be
subsidiary to pertinent bid items.

Unless a specific pay item is provided in the plans, the installation of the 6:1 or flatter for RFD
side slopes in the safety zone will be subsidiary to pertinent bid items.

Cover small waste containers (100 gallons or less) at all times. This work is subsidiary. Large
waste containers (more than 100 gallons) must have a secondary discharge containment system
around the container using erosion control logs. Installation of the log for each container
location will be paid using existing bid items. Repair, remove, or replace of the log will not be
paid. Revisions, repairs, remove or replace of the log during exchange of empty/full containers
at the same location will not be paid.

Portable restrooms must be located more than 50 ft. from a waterway. Tie or stake down portable
restrooms to prevent tipping due to vandalism or weather. This work is subsidiary.

Provide a designated location for disposal when excess and waste, including waste generated
from cleaning of all equipment used for mixing, hauling, and transfer concrete is disposed in the
ROW or PSL. Manufactured disposal containers must be metal or a plastic material with
minimum 10 mil thickness. Paper, earthen berms, or pits must be lined with minimum 10 mill
thickness polyethylene sheeting. Disposal locations must be located a minimum of 50 ft. from a
waterway, tree, or sensitive feature. The disposal location must have a minimum height of 6 in.
Maintain a minimum 4 in. of freeboard at all times. Disposal locations are not required for
cleaning of small hand tools. Hardened concrete waste may be used as embankment if placed in
accordance with Item 132,

ITEM 585 - RIDE QUALITY FOR PAVEMENT SURFACES
Use Surface Test Type B Pay Schedule 3 to evaluate ride quality of travel lanes, including
service roads.

ITEMS 600s & 6000s — ITS, TOLLING, LIGHTING, SIGNING, MARKINGS, AND
SIGNALS

Meet the requirements of the NEC, Texas MUTCD, TxDOT standards, and TxDOT Standard
Specifications. Notify the Engineer if existing elements to remain do not meet code or
specification.

Provide all service, equipment and material required to provide a functional item and interface
with existing equipment and software.

For signal shop contact Robert Bolin (Robert.Bolin@txdot.gov) and Kevin Plumlee
(Kevin.Plumlee@txdot.gov).

Use the TXDOT provided form to submit an electrical, illumination, and signal checklist prior to
request for signal activation or a punch list.
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Provide a 7-day advance email notice to the Engineer to request illumination or traffic signal
punch list inspection.

Provide a 14-day advance email notice to the Engineer with signal technician contact
information and signal locations prior to working or assuming operations of illumination or
traffic signal.

Provide a 60-day advance email notice to the Engineer to request signal timing if timing is not
provided in the plans.

Provide a 180-day advance email notice to the Engineer for equipment to be provided by
TxDOT.
Provide equipment that requires TXDOT programming, etc. to TXDOT 180 day in advance.

Prior to relief of maintenance, a 30-day Test Period is required for signals and ITS equipment in
accordance with Item 680.3.1.8. Response time to reported trouble calls shall be less than 2
hours. Complete repairs within 24 hours. Notify the Engineer and maintain a logbook in the
controller cabinet of each trouble call. Do not clear the error log in the conflict monitor without
approval.

Maintain the existing ITS equipment and HUB buildings operational during construction. ITS
downtime is allowed from 12A to 4A. Downtime is restricted to one time per HUB or
equipment.

Definitions of abbreviations used to designate ITS equipment, material, etc. can be provided by
the Engineer.

Provide email notice to TXDOT and toll road owner 60 business days prior to begin work that
impacts tolling equipment. Attend a pre-construction meeting with TXDOT and toll road owner
prior to begin work.

Coordinate with toll road owner during construction that impacts or installs tolling equipment.
Toll owner will assist with inspection to ensure tolling equipment will operate correctly. Provide
email notice to TxDOT and toll road owner 30 business days in advance of completion of toll
equipment work. Once toll equipment work is complete, allow 60 calendar days for toll road
owner to complete their portion of the work and testing.

Stakes or other physical method shall be installed to hold down conduit prior to placement of
concrete/flow fill encasement.

Minimum distance between HDPE joints will be 200 ft.

For conduit mounted to bridges in hangers, fiberglass can be substituted for RMC. Furnish and
install per Special Specification 6390.

ITEM 662 - WORK ZONE PAVEMENT MARKINGS
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Notify the Engineer at least 24 hours in advance of work for this item.
Maintain removable and short-term markings daily. Remove within 48 hours after permanent
striping has been completed.

Item 668 is not allowed for use as Item 662.

Roadways with existing profile pavement markings or rumble strips must supplement work zone
solid lines with traffic buttons spaced at 12 in. Traffic buttons used to supplement the work zone
markings will be paid by the each in addition to the work zone item.

ITEM 666 - RETROREFLECTORIZED PAVEMENT MARKINGS
Notify the Engineer at least 24 hr. before beginning work.

Place longitudinal markings nightly for IH 35 main lanes or roadways with AADT greater than
100,000. Use of temporary flexible reflective roadway marker tabs is subsidiary and at the
Contractor’s option. Replace missing or damaged tabs nightly. If using tabs, place longitudinal
markings weekly by 5 AM Friday for all weekday work and by 5 AM Monday for all weekend
work. Failure to maintain tabs or place longitudinal markings by deadline will require nightly
placement of longitudinal markings.

Place longitudinal markings no later than 7 calendar days after placement of the surface for
roadways with AADT greater than 20,000.

When the raised portion of a profile marking is placed as a separate operation from the pavement
marking, the raised portion must be placed first then covered with TY I.

When using black shadow to cover existing stripe apply a non-retroreflective angular abrasive
bead drop. The marking color shall be adjusted to resemble the pavement color. If Item 677 is
not used prior to placement of black shadow, scrape the top of the marking with a blade or large
piece of equipment unless surface is a seal coat. The scraping of the marking is subsidiary.

ITEM 672 - RAISED PAVEMENT MARKERS
Place Type I-C and I1-C-R markers at 40 ft. spacing for all lane lines.

ITEM 3084 — BONDING COURSE
The minimum application rates are listed in Table BC. Miscellaneous Tack is allowed for use
with dense-graded Type B HMA. If a tack bid item is not provided, use bonding course item.

The target shear bond strengths are listed in Table BCS. The informational test cores shall be
taken once a shift for first 5 lots of placement or a change to placement method of bonding
course, bonding material, or hot mix material. The remaining informational test cores shall be
taken once every 3 lots for surface mix. Informational tests are not required for non-surface mix
beyond the first 5 lots unless there is a change to placement method of bonding course, bonding
material, or hot mix material. Results from these informational tests will not be used for
specification compliance.
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Table BC
Material Minimum Application Rate
(gal. per square yard)
TRAIL — Emulsified Asphalt 0.06
TRAIL — Hot Asphalt 0.12
Spray Applied Underseal Membrane 0.10

Table BCS (For Informational Tests)

Material Target Shear Bond Strength
(Tex-249-F psi)
SMA — Stone-Matrix Asphalt 60.0
PFC — Permeable Friction Course N/A
All Other Materials 40.0

ITEM 6001 - PORTABLE CHANGEABLE MESSAGE SIGN
Provide 2 PCMS. Provide a replacement within 12 hours. PCMS will be available for traffic
control, event notices, roadway conditions, service announcements, etc.

Place PCMS 10 calendar days prior to begin work stating “Road Work Begin Soon, Contact 832-
7000 For Info”.

Place PCMS at time of LCN request. Place the PCMS at the expected end of queue caused by
the closure. When the closure is active, revise the message to reflect the actual condition during
the closure, such as “RIGHT LN CLOSED XXX FT”.

ITEM 6185 - TRUCK MOUNTED ATTENUATOR AND TRAILER ATTENUATOR
The TMAJ/TA used for installation/removal of traffic control for a work area will be subsidiary to
the TMA/TA used to perform the work.

The contractor will be responsible for determining if one or more operations will be ongoing at
the same time to determine the total number of TMA/TA required for the work. TMA/TAs paid
by the day is full compensation for all worksite locations during an entire day.

TMA/TASs used to protect damaged attenuators will be paid by the day using the force account
item for the repair.
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CONTROL : 0914-33-091

PROJECT : STP 2B24(266)HES
HIGHWAY : CS
COUNTY : HAYS

TEXAS DEPARTMENT OF TRANSPORTATION

GOVERNING SPECIFICATIONS AND SPECIAL PROVISIONS

ALL SPECIFICATIONS AND SPECIAL PROVISIONS APPLICABLE TO THIS PROJECT
ARE IDENTIFIED AS FOLLOWS:

STANDARD SPECIFICATIONS: ADOPTED BY THE TEXAS DEPARTMENT OF

———————————————————————— TRANSPORTATION NOVEMBER 1, 2014.
STANDARD SPECIFICATIONS ARE INCORPORATED
INTO THE CONTRACT BY REFERENCE.

ITEMS 1 TO 9 INCL., GENERAL REQUIREMENTS AND COVENANTS

ITEM 351 FLEXIBLE PAVEMENT STRUCTURE REPAIR (316)<3076>

ITEM 354 PLANING AND TEXTURING PAVEMENT

ITEM 500 MOBILIZATION

ITEM 502 BARRICADES, SIGNS, AND TRAFFIC HANDLING

ITEM 506 TEMPORARY EROSION, SEDIMENTATION, AND ENVIRONMENTAL
CONTROLS

ITEM 585 RIDE QUALITY FOR PAVEMENT SURFACES

ITEM 662 WORK ZONE PAVEMENT MARKINGS (666) (668) (672) (677)

ITEM 666 RETROREFLECTORIZED PAVEMENT MARKINGS (502) (662) (677) (678)

ITEM 668 PREFABRICATED PAVEMENT MARKINGS (678)

ITEM 672 RAISED PAVEMENT MARKERS (677) (678)

SPECIAL PROVISIONS: SPECIAL PROVISIONS WILL GOVERN AND TAKE
—————————————————— PRECEDENCE OVER THE SPECIFICATIONS ENUMERATED
HEREON WHEREVER IN CONFLICT THEREWITH.

REQUIRED CONTRACT PROVISIONS, FEDERAL-AID CONSTRUCTION CONTRACTS
(FORM FHWA 1273)

WAGE RATES

SPECIAL PROVISION "NONDISCRIMINATION" (000---002)

SPECIAL PROVISION "CERTIFICATION OF NONDISCRIMINATION IN EMPLOYMENT"
(000---003)

SPECIAL PROVISION "NOTICE OF REQUIREMENT FOR AFFIRMATIVE ACTION TO
ENSURE EQUAL EMPLOYMENT OPPORTUNITY (EXECUTIVE
ORDER 11246" (000---004)

SPECIAL PROVISION "STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNITY
CONSTRUCTION CONTRACT SPECIFICATIONS" (000---005)
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SPECIAL PROVISION "ONTHEJOB TRAINING PROGRAM" (000---006)
SPECIAL PROVISION "CERTIFICATE OF INTERESTED PARTIES (FORM 1295)™"
(000--1019)
SPECIAL PROVISION "SCHEDULE OF LIQUIDATED DAMAGES" (000--1243)
SPECIAL PROVISION "CARGO PREFERENCE ACT REQUIREMENTS IN FEDERAL AID
CONTRACTS" (000---241)
SPECIAL PROVISION "DISADVANTAGED BUSINESS ENTERPRISE IN FEDERALAID
CONTRACTS" (000---394)
SPECIAL PROVISION "NOTICE OF CONTRACTOR PERFORMANCE EVALUATIONS"
(000---659)
SPECIAL PROVISIONS TO ITEM 2 (002---009) (002---013) (002---014)
(002---015)
SPECIAL PROVISIONS TO ITEM 3 (003---011) (003---013)
SPECIAL PROVISIONS TO ITEM 5 (005---002) (005---003)
SPECIAL PROVISIONS TO ITEM 6 (006---001) (006---012) (006---040)
SPECIAL PROVISIONS TO ITEM 7 (007---004) (007---008) (007---010)
(007---011) (007---013)
SPECIAL PROVISIONS TO ITEM 8 (008---005) (008---030) (008---033)
(008---054)
SPECIAL PROVISIONS TO ITEM 9 (009---010) (009---016)
SPECIAL PROVISION TO ITEM 300 (300---020)
SPECIAL PROVISION TO ITEM 316 (316---002)
SPECIAL PROVISION TO ITEM 347 (347---003)
SPECIAL PROVISION TO ITEM 500 (500---008)
SPECIAL PROVISION TO ITEM 502 (502---008)
SPECIAL PROVISION TO ITEM 506 (506---002)
SPECIAL PROVISION TO ITEM 666 (666---007)
SPECIAL PROVISION TO SPECIAL SPECIFICATION ITEM 3096 (3096--003)
SPECIAL PROVISION TO SPECIAL SPECIFICATION ITEM 6185 (6185--002)
SPECIAL SPECIFICATIONS:
ITEM 3002 SPRAY APPLIED UNDERSEAL MEMBRANE
ITEM 3076 DENSE-GRADED HOT-MIX ASPHALT
ITEM 3081 THIN OVERLAY MIXTURES (TOM) <300><301><320><347><585>
<3096>
ITEM 3084 BONDING COURSE <300><3002><3096>
ITEM 3096 ASPHALTS, OILS, AND EMULSIONS
ITEM 6001 PORTABLE CHANGEABLE MESSAGE SIGN
ITEM 6185 TRUCK MOUNTED ATTENUATOR (TMA) AND TRAILER ATTENUATOR (TA)
GENERAL: THE ABOVE-LISTED SPECIFICATION ITEMS ARE THOSE UNDER WHICH

PAYMENT IS TO BE MADE.
PERTINENT ITEMS,

THESE, TOGETHER WITH SUCH OTHER
IF ANY, AS MAY BE REFERRED TO IN THE ABOVE-

LISTED SPECIFICATION ITEMS, AND INCLUDING THE SPECIAL
PROVISIONS LISTED ABOVE, CONSTITUTE THE COMPLETE SPECIFI-
CATIONS FOR THIS PROJECT.

2-2



Control 0914-33-091
Project STP 2B24(266)HES
Highway CS

County  HAYS

DISADVANTAGED BUSINESS ENTERPRISE
REQUIREMENTS

The following goal for disadvantaged business enterprises is established:

DBE
0.0%



CHILD SUPPORT STATEMENT

Under Section 231.006, Family Code, the vendor or applicant certifiesthat the
individual or business entity named in this contract, bid, or application isnot ineligible to
receive the specified grant, loan, or payment and acknowledges that this contract may be
terminated and payment may be withheld if this certification isinaccurate.
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CONFLICT OF INTEREST CERTIFICATION

Pursuant to Texas Government Code Section 2261.252(b), the Department is prohibited from entering into
contracts in which Department officers and employees have a financial interest.

By signing the Contract, the Contractor certifies that it is not prohibited from entering into a Contract with
the Department as a result of a financial interest as defined under Texas Government Code Section
2261.252(b), and that it will exercise reasonable care and diligence to prevent any actions or conditions
that could result in a conflict of interest with the Department.

The Contractor also certifies that none of the following individuals, nor any of their family members within
the second degree of affinity or consanguinity, owns 1% or more interest or has a financial interest as
defined under Texas Government Code Section 2261.252(b) in the Contractor:

B Any member of the Texas Transportation Commission; and
B The Department’s Executive Director, General Counsel, Chief of Procurement and Field Support
Operations, Director of Procurement, and Director of Contract Services.

Violation of this certification may result in action by the Department.



E-VERIFY CERTIFICATION

Pursuant to Texas Transportation Code 8223.051, all TXDOT contracts for construction, maintenance, or
improvement of a highway must include a provision requiring Contractors and subcontractors to use the

U.S. Department of Homeland Security’s E-Verify system to determine employment eligibility. By signing
the contract, the Contractor certifies that prior to the award of the Contract:

m the Contractor has registered with and will, to the extent permitted by law, utilize the United
States Department of Homeland Security’s E-Verify system during the term of the Contract to
determine the eligibility of all persons hired to perform duties within Texas during the term of
the agreement; and

m the Contractor will require that all subcontractors also register with and, to the extent
permitted by law, utilize the United States Department of Homeland Security’s E-Verify
system during the term of the subcontract to determine the eligibility of all persons hired to
perform duties within Texas during the term of the agreement.

Violation of this requirement constitutes a material breach of the Contract, subjects a subcontractor to
removal from the Contract, and subjects the Contractor or subcontractors to possible sanctions in
accordance with Title 43, Texas Administrative Code, Chapter 10, Subchapter F, “Sanctions and
Suspension for Ethical Violations by Entities Doing Business with the Department.”



Certification Regarding Disclosure of Public Information

Pursuant to Subchapter J, Chapter 552, Texas Government Code, contractors executing a contract with a
governmental body that results in the expenditure of at least $1 million in public funds must:

1) preserve all contracting information* as provided by the records retention requirements applicable
to Texas Department of Transportation (TxDOT) for the duration of the contract,
2) on request of TxDOT, promptly provide any contracting information related to the contract that is in
the custody or possession of the entity, and
3) on completion of the contract, either:
A. provide, at no cost to TxDOT, all contracting information related to the contract that is in the
custody or possession of the entity, or
B. preserve the contracting information related to the contract as provided by the records
retention requirements applicable to TxDOT
The requirements of Subchapter J, Chapter 552, Government Code, may apply to this contract, and the
contractor or vendor agrees that the contract can be terminated if the contractor or vendor knowingly or
intentionally fails to comply with a requirement of that subchapter.

By entering into Contract, the Contractor agrees to:

e provide, or make available, to TxDOT and any authorized governmental investigating or auditing agency all
records, including electronic and payment records related to the contract, for the same period provided by the
records retention schedule applicable to TxDOT, and

e ensure that all subcontracts include a clause requiring the same.

* As defined in Government Code §552.003, “Contracting information” means the following information
maintained by a governmental body or sent between a governmental body and a vendor, contractor,
potential vendor, or potential contractor:
1) information in a voucher or contract relating to the receipt or expenditure of public funds by a
governmental body;
2) solicitation or bid documents relating to a contract with a governmental body;
3) communications sent between a governmental body and a vendor, contractor, potential vendor, or
potential contractor during the solicitation, evaluation, or negotiation of a contract;
4) documents, including bid tabulations, showing the criteria by which a governmental body evaluates
each vendor, contractor, potential vendor, or potential contractor responding to a solicitation and, if
applicable, an explanation of why the vendor or contractor was selected; and
5) communications and other information sent between a governmental body and a vendor or contractor
related to the performance of a final contract with the governmental body or work performed on behalf
of the governmental body.
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CERTIFICATION TO NOT BOYCOTT ISRAEL

Pursuant to Texas Government Code §2271.002, the Department must include a provision requiring a
written verification affirming that the Contractor does not boycott Israel, as defined in Government Code
8808.001, and will not boycott Israel during the term of the contract. This provision applies to a contract
that:

1) is with a Contractor that is not a sole proprietorship,
2) is with a Contractor with 10 or more full-time employees, and
3) has avalue of $100,000 or more.

By signing the contract, the Contractor certifies that it does not boycott Israel and will not boycott Israel
during the term of this contract. “Boycott” means refusing to deal with, terminating business activities with,
or otherwise taking any action that is intended to penalize, inflict economic harm on, or limit commercial
relations specifically with Israel, or with a person or entity doing business in Israel or in an Israeli-controlled
territory, but does not include an action made for ordinary business purposes.

Violation of this certification may result in action by the Department.



CERTIFICATION TO NOT BOYCOTT ENERGY COMPANIES

Pursuant to Texas Government Code §2274.002, the Department must include a provision requiring a
written verification affirming that the Contractor does not boycott energy companies, as defined in
Government Code 8809.001, and will not boycott energy companies during the term of the contract. This
provision applies to a contract that:

1) is with a Contractor that is not a sole proprietorship,
2) is with a Contractor with 10 or more full-time employees, and
3) has avalue of $100,000 or more.

By signing the contract, the Contractor certifies that it does not boycott energy companies and will not
boycott energy companies during the term of this contract. “Boycott” means taking any action that is
intended to penalize, inflict economic harm on, or limit commercial relations with a company because the
company: (1) engages in the exploration, production, utilization, transportation, sale, or manufacturing of
fossil fuel-based energy and does not commit or pledge to meet environmental standards beyond
applicable federal and state law; or (2) does business with a company described by (1).

Violation of this certification may result in action by the Department.



CERTIFICATION TO NOT DISCRIMINATE AGAINST
FIREARM ENTITIES OR FIREARM TRADE ASSOCIATIONS

Pursuant to Texas Government Code §2274.002, the Department must include a provision requiring a
written verification affirming that the Contractor:

1) does not have a practice, policy, guidance, or directive that discriminates against a firearm entity or
firearm trade association, as defined in Government Code §2274.001, and
2) will not discriminate against a firearm entity or firearm trade association during the term of the contract.

This provision applies to a contract that:

1) is with a Contractor that is not a sole proprietorship,
2) is with a Contractor with 10 or more full-time employees, and
3) has avalue of $100,000 or more.

By signing the contract, the Contractor certifies that it does not discriminate against a firearm entity or
firearm trade association as described and will not do so during the term of this contract. "Discriminate
against a firearm entity or firearm trade association" means, with respect to the entity or association, to:

(1) refuse to engage in the trade of any goods or services with the entity or association based solely on its
status as a firearm entity or firearm trade association; (2) refrain from continuing an existing business
relationship with the entity or association based solely on its status as a firearm entity or firearm trade
association; or (3) terminate an existing business relationship with the entity or association based solely on
its status as a firearm entity or firearm trade association. "Discriminate against a firearm entity or firearm
trade association” does not include: (1) the established policies of a merchant, retail seller, or platform that
restrict or prohibit the listing or selling of ammunition, firearms, or firearm accessories; (2) a company’s
refusal to engage in the trade of any goods or services, decision to refrain from continuing an existing
business relationship, or decision to terminate an existing business relationship to comply with federal,
state, or local law, policy, or regulations or a directive by a regulatory agency, or for any traditional business
reason that is specific to the customer or potential customer and not based solely on an entity 's or
association’s status as a firearm entity or firearm trade association.

Violation of this certification may result in action by the Department.



PROHIBITION ON CERTAIN TELECOMMUNICATIONS
EQUIPMENT OR SERVICES

The Federal Register Notice issued the Final Rule and states that the amendment to 2 CFR
200.216 is effective on August 13,2020. The new 2 CFR 200.471 regulation provides clarity that
the telecommunications and video surveillance costs associated with 2 CFR 200.216 are
unallowable for services and equipment from these specific providers. OMB’s Federal Register
Notice includes the new 2 CFR 200.216 and 2 CFR 200.471 regulations.
https://www.federalregister.gov/documents/2020/08/13/2020-17468/guidance-for-grants-and-
agreements

Per the Federal Law referenced above, use of services, systems, or services or systems that
contain components produced by any of the following manufacturers is strictly prohibited for use
on this project. Therefore, for any telecommunications, CCTYV, or video surveillance
equipment, services or systems cannot be manufactured by, or have components manufactured

by:

*  Huawei Technologies Company,

*  ZTE Corporation (any subsidiary and affiliate of such entities),

*  Hyatera Communications Corporation,

*  Hangzhou Hikvision Digital Technology Company,

*  Dahua Technology Company (any subsidiary and affiliate of such entities).

Violation of this prohibition will require replacement of the equipment at the contractor’s
expense.
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FHWA-1273 — Revised October 23, 2023

REQUIRED CONTRACT PROVISIONS
FEDERAL-AID CONSTRUCTION CONTRACTS

. General

1. Nondiscrimination

Ill.  Non-segregated Facilities

IV.  Davis-Bacon and Related Act Provisions

V. Contract Work Hours and Safety Standards Act
Provisions

VI.  Subletting or Assigning the Contract

VII.  Safety: Accident Prevention

VIIl. False Statements Concerning Highway Projects

IX.  Implementation of Clean Air Act and Federal Water
Pollution Control Act

X.  Certification Regarding Debarment, Suspension,
Ineligibility and Voluntary Exclusion

XI.  Certification Regarding Use of Contract Funds for
Lobbying

XIl.  Use of United States-Flag Vessels:

ATTACHMENTS

A. Employment and Materials Preference for Appalachian
Development Highway System or Appalachian Local Access
Road Contracts (included in Appalachian contracts only)

. GENERAL

1. Form FHWA-1273 must be physically incorporated in each
construction contract funded under title 23, United States
Code, as required in 23 CFR 633.102(b) (excluding
emergency contracts solely intended for debris removal). The
contractor (or subcontractor) must insert this form in each
subcontract and further require its inclusion in all lower tier
subcontracts (excluding purchase orders, rental agreements
and other agreements for supplies or services). 23 CFR
633.102(e).

The applicable requirements of Form FHWA-1273 are
incorporated by reference for work done under any purchase
order, rental agreement or agreement for other services. The
prime contractor shall be responsible for compliance by any
subcontractor, lower-tier subcontractor or service provider. 23
CFR 633.102(e).

Form FHWA-1273 must be included in all Federal-aid design-
build contracts, in all subcontracts and in lower tier
subcontracts (excluding subcontracts for design services,
purchase orders, rental agreements and other agreements for
supplies or services) in accordance with 23 CFR 633.102. The
design-builder shall be responsible for compliance by any
subcontractor, lower-tier subcontractor or service provider.

Contracting agencies may reference Form FHWA-1273 in
solicitation-for-bids or request-for-proposals documents,
however, the Form FHWA-1273 must be physically
incorporated (not referenced) in all contracts, subcontracts and
lower-tier subcontracts (excluding purchase orders, rental
agreements and other agreements for supplies or services
related to a construction contract). 23 CFR 633.102(b).

2. Subject to the applicability criteria noted in the following
sections, these contract provisions shall apply to all work

performed on the contract by the contractor's own organization
and with the assistance of workers under the contractor's
immediate superintendence and to all work performed on the
contract by piecework, station work, or by subcontract. 23
CFR 633.102(d).

3. A breach of any of the stipulations contained in these
Required Contract Provisions may be sufficient grounds for
withholding of progress payments, withholding of final
payment, termination of the contract, suspension / debarment
or any other action determined to be appropriate by the
contracting agency and FHWA.

4. Selection of Labor: During the performance of this contract,
the contractor shall not use convict labor for any purpose
within the limits of a construction project on a Federal-aid
highway unless it is labor performed by convicts who are on
parole, supervised release, or probation. 23 U.S.C. 114(b).
The term Federal-aid highway does not include roadways
functionally classified as local roads or rural minor collectors.
23 U.S.C. 101(a).

1. NONDISCRIMINATION (23 CFR 230.107(a); 23 CFR Part
230, Subpart A, Appendix A; EO 11246)

The provisions of this section related to 23 CFR Part 230,
Subpart A, Appendix A are applicable to all Federal-aid
construction contracts and to all related construction
subcontracts of $10,000 or more. The provisions of 23 CFR
Part 230 are not applicable to material supply, engineering, or
architectural service contracts.

In addition, the contractor and all subcontractors must comply
with the following policies: Executive Order 11246, 41 CFR
Part 60, 29 CFR Parts 1625-1627, 23 U.S.C. 140, Section 504
of the Rehabilitation Act of 1973, as amended (29 U.S.C. 794),
Title VI of the Civil Rights Act of 1964, as amended (42 U.S.C.
2000d et seq.), and related regulations including 49 CFR Parts
21, 26, and 27; and 23 CFR Parts 200, 230, and 633.

The contractor and all subcontractors must comply with: the
requirements of the Equal Opportunity Clause in 41 CFR 60-
1.4(b) and, for all construction contracts exceeding $10,000,
the Standard Federal Equal Employment Opportunity
Construction Contract Specifications in 41 CFR 60-4.3.

Note: The U.S. Department of Labor has exclusive authority to
determine compliance with Executive Order 11246 and the
policies of the Secretary of Labor including 41 CFR Part 60,
and 29 CFR Parts 1625-1627. The contracting agency and
the FHWA have the authority and the responsibility to ensure
compliance with 23 U.S.C. 140, Section 504 of the
Rehabilitation Act of 1973, as amended (29 U.S.C. 794), and
Title VI of the Civil Rights Act of 1964, as amended (42 U.S.C.
2000d et seq.), and related regulations including 49 CFR Parts
21, 26, and 27; and 23 CFR Parts 200, 230, and 633.

The following provision is adopted from 23 CFR Part 230,
Subpart A, Appendix A, with appropriate revisions to conform
to the U.S. Department of Labor (US DOL) and FHWA
requirements.



1. Equal Employment Opportunity: Equal Employment
Opportunity (EEO) requirements not to discriminate and to
take affirmative action to assure equal opportunity as set forth
under laws, executive orders, rules, regulations (see 28 CFR
Part 35, 29 CFR Part 1630, 29 CFR Parts 1625-1627, 41 CFR
Part 60 and 49 CFR Part 27) and orders of the Secretary of
Labor as modified by the provisions prescribed herein, and
imposed pursuant to 23 U.S.C. 140, shall constitute the EEO
and specific affirmative action standards for the contractor's
project activities under this contract. The provisions of the
Americans with Disabilities Act of 1990 (42 U.S.C. 12101 et
seq.) set forth under 28 CFR Part 35 and 29 CFR Part 1630
are incorporated by reference in this contract. In the execution
of this contract, the contractor agrees to comply with the
following minimum specific requirement activities of EEO:

a. The contractor will work with the contracting agency and
the Federal Government to ensure that it has made every
good faith effort to provide equal opportunity with respect to all
of its terms and conditions of employment and in their review
of activities under the contract. 23 CFR 230.409 (g)(4) & (5).

b. The contractor will accept as its operating policy the
following statement:

"It is the policy of this Company to assure that applicants
are employed, and that employees are treated during
employment, without regard to their race, religion, sex,
sexual orientation, gender identity, color, national origin, age
or disability. Such action shall include: employment,
upgrading, demotion, or transfer; recruitment or recruitment
advertising; layoff or termination; rates of pay or other forms
of compensation; and selection for training, including
apprenticeship, pre-apprenticeship, and/or on-the-job
training."

2. EEO Officer: The contractor will designate and make
known to the contracting officers an EEO Officer who will have
the responsibility for and must be capable of effectively
administering and promoting an active EEO program and who
must be assigned adequate authority and responsibility to do
SO.

3. Dissemination of Policy: All members of the contractor's
staff who are authorized to hire, supervise, promote, and
discharge employees, or who recommend such action or are
substantially involved in such action, will be made fully
cognizant of and will implement the contractor's EEO policy
and contractual responsibilities to provide EEO in each grade
and classification of employment. To ensure that the above
agreement will be met, the following actions will be taken as a
minimum:

a. Periodic meetings of supervisory and personnel office
employees will be conducted before the start of work and then
not less often than once every six months, at which time the
contractor's EEO policy and its implementation will be
reviewed and explained. The meetings will be conducted by
the EEO Officer or other knowledgeable company official.

b. All new supervisory or personnel office employees will be
given a thorough indoctrination by the EEO Officer, covering
all major aspects of the contractor's EEO obligations within
thirty days following their reporting for duty with the contractor.

c. All personnel who are engaged in direct recruitment for
the project will be instructed by the EEO Officer in the
contractor's procedures for locating and hiring minorities and
women.

d. Notices and posters setting forth the contractor's EEO
policy will be placed in areas readily accessible to employees,
applicants for employment and potential employees.

e. The contractor's EEO policy and the procedures to
implement such policy will be brought to the attention of
employees by means of meetings, employee handbooks, or
other appropriate means.

4. Recruitment: When advertising for employees, the
contractor will include in all advertisements for employees the
notation: "An Equal Opportunity Employer." All such
advertisements will be placed in publications having a large
circulation among minorities and women in the area from
which the project work force would normally be derived.

a. The contractor will, unless precluded by a valid
bargaining agreement, conduct systematic and direct
recruitment through public and private employee referral
sources likely to yield qualified minorities and women. To
meet this requirement, the contractor will identify sources of
potential minority group employees and establish with such
identified sources procedures whereby minority and women
applicants may be referred to the contractor for employment
consideration.

b. In the event the contractor has a valid bargaining
agreement providing for exclusive hiring hall referrals, the
contractor is expected to observe the provisions of that
agreement to the extent that the system meets the contractor's
compliance with EEO contract provisions. Where
implementation of such an agreement has the effect of
discriminating against minorities or women, or obligates the
contractor to do the same, such implementation violates
Federal nondiscrimination provisions.

c. The contractor will encourage its present employees to
re