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Special Provision to Item 300 
Asphalts, Oils, and Emulsions 
 

For this project, Item 300, “Asphalts, Oils, and Emulsions,” of the standard Specifications, is amended with respect to the clauses 
cited below. No other clauses or requirements of this Item are waived or changed. 

300.2 Materials, Section 2 Polymer-Modified Asphalt Cement.  Table 3 “Polymer-Modified Asphalt Cement” is voided and 
replaced by the following: 

 
 

Table 3 
Polymer-Modified Asphalt Cement 

Property Test 
Procedure 

Polymer-Modified Viscosity Grade Options 
 

AC-20XP 
 

AC-20-5TR 
Min Max Min Max 

Polymer 
  

SBS 
 

TR 
 
Polymer content, % (solids basis) Tex-533-C – – 5.0 – 
Dynamic shear, G*/sin δ, 64°C, 
10 rad/s, kPa T 315 

 
1.0 – 1.0 – 

Dynamic shear, G*/sin δ, 58°C, 
10 rad/s, kPa T 315 

 
 

– 

 
 

– 

 
 

– 

 
 

– 
 
Viscosity 

     

 140°F, poise T 202 2,000 – 2,000 – 
 275°F, poise T 202 – – – 10.0 

Penetration, 77°F, 100 g, 5 sec. T 49 
 

90 
 

115 90 115 
Ductility, 5cm/min., 39.2°F, cm T 51 – – – – 

Elastic recovery, 50°F, % Tex-539-C 
 

55 – 55 – 

Softening point, °F T 53 
 

120 – 120 – 

Polymer separation, 48 hr. Tex-540-C 
 

None None 

Flash point, C.O.C., °F T 48 
 

425 – 425 – 
 
Tests on residue from RTFOT aging 
and pressure aging: 

Tex-541-C 
and R 28 

  

  
 Creep stiffness T 313     
  S, -18°C, MPa  – 300 – 300 
  m-value, -18°C  0.300 – 0.300 – 

 

http://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph533.pdf
http://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph539.pdf
http://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph540.pdf
http://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph541.pdf
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