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Special Specification 3097 

Decomposed Granite Paving Materials 

1. DESCRIPTION 

Place the products described as decomposed granite paving materials as delineated on the plans. 

2. MATERIALS 

2.1. Flex Base. Three in. compacted layer of crushed granular base. Material must be pre-soaked and 
compacted to 95%. 

2.2 Crushed Aggregate. Furnish materials in accordance with the following Item: 

2.2.1. Polymer.   

2.3. Decomposed Granite Paving Materials. Provide the decomposed granite paving materials and stabilizer 
binder as specified below: 

2.3.1 Decomposed granite paving materials. Provide 3/8 in. or 1/4 in. crushed granite rock screenings in 
accordance with AASHTO T11-82 and T27-82. 

2.3.2. Stabilizer Binder. Provide stabilizer binder from the following manufacturers (or approved equals): 

PolyPavement The Natural Soil Pavement 
P.O. Box 36339 
Los Angeles, CA 90036 
(323) 954-2244 
www.Polypavement.com 
Or 
Stabilizer Solutions, Inc. 
33 South 28th Street 
Phoenix, AZ 85034 
800-336-2468 
www.StabilizerSolutions.com 

Provide non-toxic, organic binder that is a colorless and odorless concentrated powder that binds 
decomposed granite together to produce a firm surface. The binder must not alter the decomposed granite 
color.  

3. CONSTRUCTION 

Mark the limits of decomposed granite as shown on the plans and obtain the Engineer’s approval before 
proceeding with construction. 

3.1.  Prepare subgrade to the line and grade shown on the plans. Remove all loose or unsuitable materials. 
Carefully backfill all depressions to grade with suitable materials from adjacent required excavation or 
another approved source and compact the backfill to a density at least equal to the adjacent foundation. 
Remove any buried debris protruding from the foundation and carefully backfill and compact voids as 
specified above.  

3.2 Backfill, Fill, and Compaction. Spread flex base material uniformly on the prepared foundation surface 
(247-6366).   



3097 

2 - 2 04-22 
OTU 

3.3  Decomposed Granite Placement. Material must be pre-soaked and compacted to 95%. Install at locations 
as directed for approval. The decomposed granite layer can be placed atop of the approved crushed granular 
road base. 

Do not install decomposed granite during rainy conditions. 

Temperatures must remain above 30°F during installation and must be above 60°F during transport.  

No set up or curing time is necessary. Use caution in compacting decomposed granite when there are 
adjacent planting and irrigation systems. Lightly compact with one pass and follow by heavily compacting 
with eight to ten passes.  

Remove and replace decomposed granite that is damaged, defective, or does not meet requirements of this 
Specification. 

4. MEASUREMENT 

 The decomposed granite will be measured by the ton, complete in place with a final compacted depth of 
2 in., as shown on the plans, with a rate of 1 ton per 100 square feet at 2 in. depth.  

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Decomposed Granite.” This price is full compensation 
for furnishing and placing decomposed granite; and for the materials (stabilizer binder), tools, labor, 
equipment, and incidentals. 
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