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Special Specification 3099 
Decomposed Granite Paving Materials 
1.                     DESCRIPTION 

Place the product described as “decomposed granite paving materials” as shown on the plans. 

2.              MATERIALS 

2.1. Decomposed Granite Paving Materials. Provide the decomposed granite paving materials and stabilizer 
binder as specified below. 

2.1.1. Decomposed Granite Paving Materials. Furnish decomposed granite paving materials in accordance with 
Table 1. 

Table 1 
Material Requirements 

Property Test Method  Gradation 
Sampling Tex-400-A N/A 

Master gradation sieve size 
(cumulative % retained) 

Tex-110-E 

N/A 
5/8" 0 
#40 55–60 
#200 75–85 

Liquid limit, % max Tex-104-E 40 
Plasticity index1 Tex-106-E 12–18 

1. Determine plasticity index in accordance with Tex-107-E (linear shrinkage) when liquid limit 
is unattainable in accordance with Tex-104-E. 

2.1.2. Stabilizer Binder. Provide non-toxic, organic binder that is a colorless and odorless concentrated powder 
that binds decomposed granite together to produce a firm surface. The binder must not alter the 
decomposed granite color.  

Provide stabilizer binder from either of the following manufacturers (or approved equals): 

PolyPavement The Natural Soil Pavement 
P.O. Box 36339 
Los Angeles, CA 90036 
(323) 954-2244 
www.Polypavement.com 

Stabilizer Solutions, Inc. 
33 South 28th Street 
Phoenix, AZ 85034 
(800) 336-2468 
www.StabilizerSolutions.com 

2.2.  Water. Furnish water free of industrial wastes and other objectionable matter. 

3. CONSTRUCTION 

Mark the limits of decomposed granite as shown on the plans and obtain the Engineer’s approval before 
proceeding with construction. 

https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/400-A_series/pdfs/cnn400.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/100-E_series/pdfs/soi110.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/100-E_series/pdfs/soi104.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/100-E_series/pdfs/soi106.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/100-E_series/pdfs/soi107.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/100-E_series/pdfs/soi104.pdf
http://www.polypavement.com/
http://www.stabilizersolutions.com/
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3.1.  Foundation Preparation. Prepare base layer to the line and grade as shown on the plans and in 
accordance with Item 247, “Flexible Base.” Remove all loose or unsuitable materials. Carefully backfill all 
depressions to grade with additional base material, and compact the backfill to a density at least equal to the 
adjacent base. Remove any buried debris protruding from the base, and carefully backfill and compact voids 
as specified above. 

3.2. Decomposed Granite Placement. Deliver the material to the project site in a saturated surface dry 
condition. Spread and shape into a uniform layer to the line and grade as shown on the plans. Compact to 
95% of the optimum density, bringing the layer to optimum moisture content. When necessary, sprinkle the 
material in accordance with Item 204, “Sprinkling.” 

Do not install decomposed granite during rainy conditions. 

Temperatures must remain above 40°F during installation and must be above 60°F during transport.  

No setup or curing time is necessary. Lightly compact with one pass followed by heavy compacting to reach 
specified density. 

3.3. Finishing. Apply stabilizer binder in conformance with manufacturer’s recommendations. Rework or remove 
and replace decomposed granite that loses required moisture, density, stability, or finish requirements before 
the project is accepted. Continue work until Specification requirements are met and binder is applied. 
Perform the work at no additional expense to the Department. 

4.                    MEASUREMENT 

This Item will be measured by the square yard in the completed and accepted final position.  

Measurement by the cubic yard in final position and square yard is a plans quantity measurement Item. The 
quantity to be paid is the quantity shown in the proposal, unless modified by Article 9.2., “Plans Quantity 
Measurement.” Additional measurements or calculations will be made if adjustments of quantities are 
required.   

5.   PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Decomposed Granite Paving Materials.” This price is 
full compensation for furnishing, temporary stockpiling, water, mixing, loading, hauling, delivery of materials, 
spreading, blading, shaping, placing, sprinkling, compacting, reworking, and finishing decomposed granite; 
furnishing, hauling, and applying stabilizer binder; furnishing scales and labor for weighing and measuring; 
and tools, labor, equipment, and incidentals. 
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