## REFLECTOR UNIT SIZES FOR DELINEATORS AND OBJECT MARKERS

<table>
<thead>
<tr>
<th>SIZE 1</th>
<th>SIZE 2</th>
<th>SIZE 3</th>
<th>SIZE 4</th>
</tr>
</thead>
<tbody>
<tr>
<td>DEVICE</td>
<td>DEVICE</td>
<td>DEVICE</td>
<td>DEVICE</td>
</tr>
</tbody>
</table>

### SHEETING
- Yellow, White or Red Type B or C reflective sheeting

### NOTE
1. Size 1 and 4 - Direct applied reflective sheeting for use on flexible post (WC).
2. Size 2 and 3 - For use on wing channel (WC) post only, use approved metal, plastic, or fiberglass backplate with 1/8" mounting holes.

## OBJECT MARKERS

### Type 1 (OM-1)

### Type 2 (OM-2)

### Type 3 (OM-3)

### Type 4 (OM-4)

### SHEETING
- Yellow-Type B or C Sheeting
- Red-Type B or C Sheetin

### POST TYPE
- WC: Wing Channel Post
- YFLX: Yellow Flexible Post
- WFLX: White Flexible Post
- GND: Embedded (drivable or set in concrete)
- SRF: Surface Mount
- CTB: Concrete Barrier Mount

### MOUNT TYPE
- GND: Embedded (drivable or set in concrete)
- SRF: Surface Mount
- CTB: Concrete Barrier Mount

## BARRIER REFLECTORS (BRF)

### DEVICE
- GFL: GFL
- GFL2: GFL2
- CTB: CTB

### SHEETING
- Yellow, White, Red

### NOTE
1. Reflective sheeting shall have a minimum dimension of 3 inches and minimum surface area of 9 square inches.

## CHEVRONS

### DEVICE
- Wi-8
- Wi-6

### MOUNTING HEIGHT
- 4'-0" or 7'-6" Only

## ONE DIRECTION LARGE ARROW

### DEVICE
- Wi-8

### MOUNTING HEIGHT
- 4'-0" Only

### NOTE
1. CHEVRON (W1-8) and ONE DIRECTION LARGE ARROW (W1-6) Signs shall be installed per Sign Mounting Details (SMD) Standard Sheets and paid under Item 644 (Small Roadside Sign Assemblies).

## DEPARTMENTAL MATERIAL SPECIFICATIONS

### FLEXIBLE DELINEATOR & OBJECT MARKER POSTS (EMBEDDED & SURFACE MOUNT TYPES)

### SIGN FACE MATERIALS

### DELINEATOR & OBJECT MARKER MATERIAL DESCRIPTION

### NOTE
- Delineator and object marker substrates shall be 0.080" Aluminum sign blanks to conform to ASTM B-209 Alloy 6061-T6 or approved alternative.