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1. SCOPE 
 

1.1 Use this method to determine sampling rates and to obtain test reports for joint sealants 

and related materials. The Materials and Tests Division’s (MTD) Asphalt Laboratory 

handles these materials using Quality Monitoring (QM), a practice of pre-approval and 

periodic recertification for the various suppliers. 
 

1.2 The values given in parentheses (if provided) are not standard and may not be exact 

mathematical conversions. Use each system of units separately. Combining values from 

the two systems may result in nonconformance with the standard. 
 

 

2. MATERIALS AFFECTED 
 

2.1 MTD/ will maintain Material Producer Lists (MPLs) of approved suppliers for this class 

of materials. Use the appropriate MPL as described in this test procedure for these 

specific items: 

• Class 1— two-component polyurethane, rapid curing, self-leveling joint sealers, 

• Class 2—two-component synthetic polymer self-leveling joint sealers, 

• Class 3—hot poured rubber joint sealers, 

• Class 4—low modulus silicone non-sag joint sealers, 

• Class 5—low modulus silicone or polyurethane self-leveling joint sealers, 

• Class 7—low modulus silicone rapid curing, self-leveling joint sealers, 

• Class 8—low modulus silicone or polyurethane self-leveling joint sealers for 

concrete only, 

• Rubber asphalt crack sealers, 

• Fiber reinforced polymer patching material (FRPP), and 

• Bituminous marker adhesives. 

https://www.txdot.gov/inside-txdot/division/construction/producer-list.html
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3. QUALIFICATION, APPROVAL, AND SAMPLING FREQUENCY 
 

3.1 Sample and test each batch of material in accordance with Tex-500-C. Each sample must 

be accompanied by a certificate of analyses (COA) demonstrating that the material meets 

all the requirements of the governing specification. MTD will not grant or update product 

approval until the COA is received. 
 

3.2 Add a particular supplier's product to the appropriate MPL if the product meets all 

appropriate specification requirements for at least: 

• four consecutive samples and 

• a period of 6 mo. of normal testing and use of the material. 
 

 
 

3.4 Continue sampling and testing the product, but at a rate of one sample approximately 

every 12 mo. These samples must also be accompanied by COAs as described in 3.1. 
 

3.5 Notify the producer immediately if the product fails to meet specifications or if the test 

results indicate a decline in quality. 
 

3.6 If, in the opinion of the Director of MTD, the material is not of satisfactory quality: 

• remove the product from the MPL and return to Section 3.1 and 

• notify the producer and all affected districts immediately. 
 

3.7 If periodic sampling and testing does not occur for a period of more than 12 months: 

• remove the product from the MPL and 

• reinstate the product if a new test shows results similar to results obtained before 

the inactive period; otherwise, return to Section 3.1. 
 

 

4. OBTAINING TEST REPORTS FOR PRE-APPROVED PRODUCTS 
 

4.1 Refer to the MPL website. 
 

4.2 Find the appropriate material category. 
 

4.3 Find the appropriate producer and product in that category. 
 

4.4 If a product is not on the MPL, refer to Tex-500-C requirements for non pre-approved 

materials. 
 

4.5 If the product is on the MPL, find the laboratory number (“C number”) listed for that 

product. Verify that the current date is within the effective dates listed with the laboratory 

number. 

3.3 While a material is in the process of being approved as described in Section 3.2 , the 

batch of material submitted and tested is considered an approved product if the test report 

demonstrates the material meets the specification requirements. 

https://www.txdot.gov/inside-txdot/division/construction/producer-list.html
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4.6 If there is no laboratory number, or if the current date is not within the effective date, 

refer to Tex-500-C to determine sampling requirements. 
 

4.7 To access the test report in SiteManager use SiteManager ID “QM301” followed by C 

number.. 
 

 

5. ADDITIONAL INFORMATION 
 

 
 

 
 

 
 

 
 

 
 
 
 

5.2 For more information on this subject and on related materials, contact MTD’s Asphalt 

Branch at (512) 506-5217. 

• FRPP- http://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/frpp.pdf 

• Marker adhesives- https://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/bitmark.pdf 

• Crack sealers- https://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/rbcrkslr.pdf 

• Joint sealers- https://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/jtsealrs.pdf 

5.1 MPLs for various types of materials addressed by this test procedure can be found at: 

http://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/frpp.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/bitmark.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/rbcrkslr.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cmd/mpl/jtsealrs.pdf

