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Test Procedure for 

SAMPLING MULTIPLE-PIECE TIE BARS FOR 
CONCRETE PAVEMENT 

TxDOT Designation: Tex-711-I 
Effective Date: January 2017 – May 2023 

1. SCOPE 

1.1 This test method outlines the procedure for sampling multiple-piece tie bars from the 
jobsite. 

2. SAMPLING INFORMATION 

2.1 An authorized Department representative will collect project samples from all 
Department projects that use multiple-piece tie bar for concrete pavement. 

2.2 All materials in a shipping lot must be from the same tie bar producer and of the same 
nominal size, length, and grade. 

3. PROCEDURE 

3.1 An authorized Department representative will select 10 multiple-piece tie bar assemblies 
from materials delivered to the project. 

3.2 The Contractor will assemble all 10 multiple-piece tie bar assemblies according to the 
manufacturer’s instructions in the presence of a Department inspector, engineer, or 
representative.  

4. TAGGING/LABELING, DOCUMENTING, AND SHIPPING 

4.1 Follow the procedures detailed in Tex-701-I and include the following additional 
documentation: 

 copy of the original signed and notarized Form 1818 (D-9-USA-1), “Material 
Statement,” received with the project shipment(s) of multiple-piece tie bars 
(Reference Material Inspection Guide, “Buy America Documentation Program.”); 
and 

 copy of mill test reports and certifications received with the project shipment(s) of 
multiple-piece tie bars. 

http://www.txdot.gov/txdoteforms/GetForm?formName=/1818.xdp&appID=/CST&status=/reportError.jsp&configFile=WFServletConfig.xml
ftp://ftp.dot.state.tx.us/pub/txdot-info/cst/mig.pdf
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4.2 Tag or mark each assembled specimen to indicate the size, grade, lot, specification, 
supplier, and tie bar producer. 

4.3 Securely bundle and wrap the sample to prevent damage during transit. 

4.4 Ship the sample with documentation to: Texas Department of Transportation, CST/M&P, 
Rigid Pavements Branch, 9500 North Lake Creek Parkway, Austin, TX 78717. 

5. ARCHIVED VERSIONS 

5.1 Archived versions are available. 
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