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Tex-711-1, Sampling Multiple Piece Tie Bars Section 1 — Overview

Section 1
Overview

Effective dates: August 1999—February 2008.

This method outlines the procedure for sampling multiple piece tie bars.

Units of M easur ement

The values given in parentheses (if provided) are not standard and may not be exact
mathematical conversions. Use each system of units separately. Combining values from the
two systems may result in nonconformance with the standard.
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Tex-711-1, Sampling Multiple Piece Tie Bars Section 2 — Sampling Information

Section 2
Sampling Infor mation

An authorized representative of TXDOT shall select samples.

Sampling shall be performed, at the discretion of the engineer, by production lot or shipping
lot.
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Tex-711-1, Sampling Multiple Piece Tie Bars Section 3 — Procedures

Section 3
Procedures

Production Lots

Sampling by production lot shall apply when material is sampled at the producer's facility.
¢ Couplersin aproduction lot shall be of the same manufacture, size, and type.

¢ Tiebar unitsin aproduction lot shall be of the same nominal size, length, and grade,
and shall be sampled at the following rate.

Samplesof TieBar Unitsin Production L ot
Unitsin Production L ot Unitsto be Sampled
3,200 or less 3
3,201 to 10,000 8
10,001 and over 13

Shipping Lots

Sampling by shipping lot appliesto lots that do not qualify as production lots, and all tie
bars sampled at the jobsite. All materialsin ashipping lot shall be from the same tie bar
producer and shall be of the same nominal size, length, and grade.

¢ Couplersinashipping lot shall be of the same manufacture, size, and type.
¢ Tiebar unitsin ashipping lot shall be sampled at the following rate:

Samples of Tie Bar Unitsin Shipping Lot
Unitsin Shipping Lot Unitsto be Sampled
500 or less 3
501 to 1,200 5
1,201 to 3,200 8
3,201 to 10,000 13
10,001 and over 20
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Tex-711-1, Sampling Multiple Piece Tie Bars Section 4 — Documentation

Section 4
Documentation

Shipments of multiple piece tie bars shall be accompanied by the original signed and
notarized Form D-9-USA-1, "Material Statement,” with mill test reports and certifications
(reference '‘Buy America Documentation Program’ section of the CST/M& P 'Material
Inspection Guide).
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Section 5 — Tagging/Labeling, Documenting, and
Tex-711-1, Sampling Multiple Piece Tie Bars Shipping

Section 5
Tagging/L abeling, Documenting, and Shipping

Follow the 'General Requirements' as detailed in "Tagging/L abeling, Documenting, and
Shipping General Requirements.” In addition:

+ tag or mark each sampleto indicate size, grade, lot, specification, supplier, and tie bar
producer

¢ securely bundle the samples

+ wrap the bundle to prevent damage during transit.
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