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Tex-729-1, Sampling Traffic Markers Section 1 — Overview

Section 1
Overview

Effective dates: August 1999—February 2008.

This method outlines the procedure for sampling pavement markers, jiggle bars, traffic
buttons, and temporary flexible-reflective roadway marker tabs.

Units of M easur ement

The values given in parentheses (if provided) are not standard and may not be exact
mathematical conversions. Use each system of units separately. Combining values from the
two systems may result in nonconformance with the standard.
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Tex-729-1, Sampling Traffic Markers Section 2 — Sampling Information

Section 2
Sampling Infor mation

An authorized representative of TXDOT shall select samples.

Samples shall be selected only after material has been segregated and designated for TXDOT
use.

Samples shall be selected from lots or sublots received at the project site, TxDOT
warehouse, or an approved TXDOT stocking location.

A lot or sublot shall consist of a maximum of 20,000 units or fraction thereof; be of the same
type, design, shape; and be from the same manufacturer.
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Tex-729-1, Sampling Traffic Markers Section 3 — Procedures

Section 3
Procedures

The sample quantity shall consist of the following number of samplesfor each type of
marker per ot or sublot.

Marker Sample Quantities
Type of Marker Number of Samples
Jiggle Bar Tile 15 units
Pavement Markers (Reflectorized) 25 units
Pavement Markers (All-weather) 6 units
Traffic Buttons, 100 mm (4 in.), round or oval 25 units
Traffic Buttons, 150 mm (6in.) 6 units
Traffic Buttons, 200 mm (8in.) 6 units
Temporary Flexible-Reflective Roadway Marker Tabs 25 units

Sdlect, at random, a minimum of five boxes from the lot or sublot and remove the number of
samples specified in the chart above.

NOTE: Sampleswill not be required when project quantities of a particular type, color, or
size of marker are 50 units or less. The markers shall be visually inspected by the
engineer and a certification of compliance shall be furnished by the manufacturer.
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Section 4 — Tagging/Labeling, Documenting, and

Tex-729-1, Sampling Traffic Markers Shipping

Section 4
Tagging/L abeling, Documenting, and Shipping

Follow the 'General Requirements as detailed in "Tagging/L abeling, Documenting, and
Shipping General Requirements.” In addition:

¢ package samplesto prevent damage

¢ include information pertinent to each sample on Form 202.
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