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Tex-735-1, Sampling Construction Fabrics Section 1 — Overview

Section 1
Overview

This method outlines the procedure for sampling woven or non-woven construction fabrics
of thermoplastic and glass-cloth types intended for use as fabric underseal, fabric joint
underseal, filter fabric, and related geotextile applications.

Units of Measurement

The values given in parentheses (if provided) are not standard and may not be exact
mathematical conversions. Use each system of units separately. Combining values from the
two systems may result in nonconformance with the standard.
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Tex-735-1, Sampling Construction Fabrics Section 2 — Sampling Information

Section 2
Sampling Information

An authorized representative of TXDOT shall select samples.
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Tex-735-1, Sampling Construction Fabrics Section 3 — Apparatus

Section 3
Apparatus
The following apparatus is required:

¢ scissors or razor-type cutting device

¢ marking pen, large felt-tip type

¢ acore for shipping glass fabrics, 125 mm-150 mm (5 in.-6 in.) in diameter.
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Tex-735-1, Sampling Construction Fabrics Section 4 — Procedures

Section 4
Procedures
Sample woven or non-woven construction fabrics of thermoplastic and glass-cloth types as
follows:
Sampling Construction Fabrics
Step Action
1 Select one sample from one roll for each 100 rolls, or fraction thereof, of each roll width from
each shipment. The sample size shall be:
¢ forrolls 1 m (36 in.) or less in width, a sample shall be 1.2 m (4 ft.) in length across the full
width of the roll;
¢ forrolls over 1 m (36 in.) in width, a sample shall be 0.6 m (2 ft.) long across the full width of
the roll.
2 ¢ Take a sample from the end of the roll, unless there is evidence that it is damaged, distorted,
or otherwise non-representative of the remainder of the roll.
+ If damage to the end portion is suspected or apparent, take the sample so as to exclude
material from the outer wrap of the roll.
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Section 5 — Tagging/Labeling, Documenting, and
Tex-735-1, Sampling Construction Fabrics Shipping

Section 5
Tagging/Labeling, Documenting, and Shipping

Follow the 'General Requirements’ as detailed in "Tagging/Labeling, Documenting, and
Shipping General Requirements." In addition:

¢ identify each sample by lot number, roll number, number of rolls, and square meters
represented by each sample

include information pertinent to samples on Form 202
wrap samples securely to protect from moisture and damage

do not tape or staple samples

*® & o o

wrap glass fabrics and temporary sediment control fence (silt fence) material around a
core to prevent crushing due to folding.
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http://txdot-manuals/docs/colmates/forms/202.dot
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