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1. SCOPE 

1.1 This test method outlines the procedure for testing multiple-piece tie bars for tensile strength. 

1.2 The values given in parentheses (if provided) are not standard and may not be exact mathematical 
conversions. Use each system of units separately. Combining values from the two systems may 
result in nonconformance with the standard. 

2. APPARATUS 

2.1 Tensile testing machine, with grips capable of holding the specimen in place with minimal twisting 
and minimal distortion and including operating software capable of measuring the tensile force 
required to fracture the specimen. Verify calibration in accordance with ASTM E4. 

2.2 Metal cutting saw. 

2.3 Tape measure, accurate to 1/16 in.  

3. SPECIMEN PREPARATION 

3.1 Determine the minimum specimen length in accordance with Section 5, “Calculations.” 

3.2 Center the coupler body within the length of the desired specimen.  

3.3 Mark and cut each end of the specimen to achieve the minimum specimen length. 

3.4 Mark each end of the cut specimen to define the gripping length. 

Note 1—The gripping length is dependent on the frame and grip assembly being used. This value 
should be determined by the laboratory before testing. 

4. PROCEDURE 

4.1 Insert the specimen into the grips in an axial position until the gripping marks are flush with the end 
of the grips.   
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4.2 Apply an appropriate gripping pressure such that the specimen is held tight without being distorted 
and does not move within the grips during the testing. 

4.3 Apply a tensile stress at a rate of 40,000 psi/min. until the specimen fractures. Record the 
maximum load (P).  

4.4 Note the fracture type as one of the following: 
 fracture of the bar away from the coupler body, 
 fracture across the threads of the bar, 
 fracture of the coupler body, or 
 pullout (one bar is pulled out of the coupler body). 

4.5 Calculate percent yield in accordance with Section 5, “Calculations.” 

5. CALCULATIONS 

5.1 Calculate minimum specimen length: 

Minimum specimen length, in. = 8d + Lc + 2Lg + 16 

d = nominal bar diameter, in. 
Lc = coupler length, in. 
Lg = gripping length, in. 

5.2 Calculate percent yield: 

Percent yield = 𝑃𝑃/𝐴𝐴
𝑌𝑌𝑌𝑌

 × 100 

Where: 
P = maximum load, lbf 
A = nominal cross-sectional area of reinforcing bar size, in.2 

YS = nominal yield strength for grade of reinforcing bar, psi. 

6. REPORT 

6.1 Record the following information: 
 producer of coupler, 
 coupler brand name, 
 shape or profile of coupler body, 
 die stamping on coupler body, 
 producer of reinforcing bar, 
 grade of steel reinforcing bar, 
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 bar size, 
 mill markings on reinforcing steel, 
 assembly condition of multiple-piece tie bar assembly (tight, loose, unassembled), 
 break location, 
 maximum load (P) to the nearest 1 lbf, and 
 percent yield to the nearest 1%. 

 

7. ARCHIVED VERSIONS 

7.1 Archived versions are available. 
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