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1. SCOPE 

1.1 This method outlines the procedure for sampling completed signs fabricated with colored 

transparent inks or electronically cuttable (EC) film over reflectorized backgrounds, with 

or without anti-graffiti films or coatings. 

2. SAMPLING INFORMATION 

2.1 An authorized Department representative must select samples. 

2.2 The Department may sample, at random, from the “first production run” of processed 

signs or at any time deemed necessary by the Engineer. 

Note 1—A production run is defined as signs fabricated on a given calendar date. Do not 

introduce processed signs from a separate production run to a previously sampled lot.   

3. PROCEDURE 

3.1 Select one sign from each lot consisting of 5 or more signs of the same sheeting type, 

transparent color process (ink or EC film), and anti-graffiti film or coating (if used.) 

Note 2—Sample signs fabricated with EC film only if the manufacturer of the EC film 

and the reflective sheeting differ. 

3.2 Samples must not be larger than 52 in. in any dimension. 

3.3 Do not sample a lot consisting of fewer than 5 signs. Base material acceptance, instead, 

only on visual inspection.  

4. TAGGING/LABELING, DOCUMENTING, AND SHIPPING 

4.1 Follow the procedures detailed in Tex-701-I. 

4.2 Package samples securely to prevent damage during transit. 

4.3 In the Remarks section of Form 202, include the name and complete address to return 

samples after testing. 

http://www.dot.state.tx.us/cst/forms/form202.xlsm
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5. ARCHIVED VERSIONS 

5.1 Archived versions are available. 


