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1. SCOPE 

1.1This test method outlines the procedure for sampling coal ash and natural pozzolans. 

2. SAMPLING INFORMATION 

2.1An authorized Department representative must select samples. 

2.2A sample must consist of approximately 1 gal. of coal ash or natural pozzolans. 

3. APPARATUS 

3.1Friction top bucket, 1 gal., moisture proof and free from contamination. 

4. SAMPLING 

4.1Qualification Sampling: 

4.1.1 Take one sample each week for five weeks. 

Note 1—Vary the day of the week and time of day samples are taken. 

4.1.2 Identify samples with: 

 name of supplier, 

 location of power plant or source, 

 coal origin (if necessary), 

 production procedure, 

 storage unit identification, 

 sample date, 

 sequence number of the five qualification samples, and 

 identify as Qualification Sample. 
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4.2Quality Monitoring Samples: 

4.2.1 Take a minimum of one sample per month from each approved storage unit at each approved source. 

Note 2—Sample each storage unit at the same location each month.  

EXAMPLE: If silo A is sampled at the bottom, then take all samples at the bottom of silo A. 

4.2.2 Identify samples with: 

 name of supplier, 

 location of power plant or source, 

 coal origin (if necessary), 

 production procedure, 

 storage unit identification and sampling location, and 

 date of sampling 

4.3Project Sampling: 

Project samples are not required for qualified sources; however, the Engineer may sample when specific 
results are desired or when the quality of the coal ash or natural pozzolan is questionable. 

4.3.1 For non-qualified sources, the sampling frequency for quality tests should be according to the Guide 
Schedule of Sampling and Testing. 

4.3.2 Identify samples, if taken, with: 

 Completed form 202, 

 name and location of source, 

 name of ready-mix plant, if applicable, 

 storage unit or tanker, when applicable, and sampling location (bottom, top, etc.), 

 sampling date, 

 project identification, and 

 quantity represented, in pounds. 

http://ftp.dot.state.tx.us/pub/txdot-info/cst/guide_schedule.pdf
http://ftp.dot.state.tx.us/pub/txdot-info/cst/guide_schedule.pdf
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5.  PROCEDURES 

5.1Sample the pozzolan by one of the procedures listed in Table 1, assuring that the sample is representative of the pozzolan 
used. 

Note 3 —Do not combine individual samples into a composite sample under any conditions. 

Table 1—Sampling from Bulk Truck, Railcar, Sack, or Bin 

When taking samples... Then... 

From top hatch of truck or railcar, 
▪ brush aside approximately 2 in. (50 mm) of top layer and 

▪ take sample from as deep in the load as possible. 

From sacks, take one sample from one sack representing the lot or shipment. 

From valve in transfer pipe between truck 
and silo storage, 

sample ONLY after the flow of pozzolan is well established. 

At the batch plant, when production is 
intermittent, or at the beginning of batch 
operations, 

sample from the bin, weigh box, point of discharge into ready mix trucks, 
or other accessible points. 

 

6. SHIPPING 

6.1Ship samples to:  

Materials and Tests Division, Laboratory Building, 6230 E. Stassney Ln., Austin, TX 78744. 

7. ARCHIVED VERSIONS 

7.1Archived versions are available. 


