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1. SCOPE 

1.1 Use this method for chemical and physical testing of coatings and chemicals used for the 
protection, decoration, and safety improvement of Department highways and properties. 
Also use this method to test the raw materials used to manufacture these coatings. 

1.2 The values given in parentheses (if provided) are not standard and may not be exact 
mathematical conversions. Use each system of units separately. Combining values from 
the two systems may result in nonconformance with the standard. 

2. SAMPLING 

2.1 Department Stock Paints: 

2.1.1 Sample and inspect coatings required to conform to Department specifications. These 
coatings are purchased either by contractors on the open market during manufacture or by 
the Department. Take samples of coatings or raw materials from the plant as specified by 
CST/M&P. 

2.1.2 Proprietary Paints: 

2.1.2.1 The Area Engineer or Inspector will sample coatings that must conform to federal, 
Society for Protective Coatings (SSPC), AASHTO, CST/M&P, or other specifications 
after being delivered to the job. 

2.1.3 General Services Commission (GSC) Paints: 

2.1.3.1 Sample and test coatings that must comply with GSC standards according to the 
directions set forth by the GSC. 

2.2 Sampling Procedure: 

2.2.1 Submit all field samples in 1 L (1 qt.) containers to TxDOT, Construction Division, 
Materials & Pavements Section (CP51), 9500 North Lake Creek Parkway, Austin, Texas 
78717. 

2.2.2 Attach a copy of Form 202, “Identification of Material Samples,” to the sample. 

http://www.dot.state.tx.us/cst/forms/form202.xls
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2.2.3 List the batch number, requisition number, Board of Control number, and suspected 
deficiencies, if any, in the “Remarks” area. 

Note 1—Submit samples that accurately represent the material in question. When taking 
a sample for submission, mix the material thoroughly and sample it immediately, or 
separation will occur. Coatings lose volatile thinners through evaporation and may 
undergo changes in composition or characteristics if not sampled immediately after 
opening. Whole and complete units may be sent to avoid these issues. 

3. TESTING 

3.1 The object of testing is to determine whether the coating conforms to the specifications. 
Materials and finished products that fail to meet any requirements of the specifications 
will be subject to rejection. The basis for final acceptance or rejection will come from the 
results of tests on samples of raw material and coatings, conducted in accordance with the 
applicable test method: 

 ASTM 

 Federal Test Method Standard No. 141 

 AASHTO. 

3.2 District personnel or Inspectors may at any time submit field samples from the job site 
where a coating is being used. These field samples will be used to determine if there has 
been a significant change in the material since its manufacture and if it still meets 
specifications. 

 


