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1. SCOPE 

1.1 Use this method to test the seal of reflector units, delineators, reflectorized letters, and 
other reflector units. 

1.2 The values given in parentheses (if provided) are not standard and may not be exact 
mathematical conversions. Use each system of units separately. Combining values from 
the two systems may result in nonconformance with the standard. 

2. SAMPLES 

2.1 Perform sampling in accordance with Tex-724-I or Tex-725-I, as specified in the 
materials specification. 

3. APPARATUS 

3.1 Vacuum pump, capable of pulling a vacuum of at least 17 kPa (5 in. Hg). 

3.2 Metal tank, watertight, and capable of holding a vacuum. The top of the tank must have a 
gauge for monitoring vacuum pressure and two valves: one to connect the tank to a 
vacuum pump and control the amount of vacuum, and the other to restore atmospheric 
pressure. 

4. PROCEDURE 

4.1 Fill the tank with enough water to submerge the samples, but do not fill it completely. 

4.2 Submerge the samples in the water at room temperature. 

4.3 Subject the submerged samples to a vacuum of 17 kPa (5 in. Hg) gauge for 5 min. 

4.4 Restore atmospheric pressure and leave the samples submerged for 5 min., then 
immediately remove the samples from the water. 

4.5 Examine the samples for water intake. 

4.6 Any visible intake of water by a reflector constitutes failure of that reflector. 
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5. REPORT 

Table 1—Reporting Criteria 

Material Test Sample Size Criteria for Acceptance 

Sign Buttons 50 96% Pass 

Removable Copy Total Sample 96% Pass 

Delineators 25 96% Pass 

 


