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1. SCOPE 

1.1 Use this method to evaluate the field performance of raised pavement markers (RPMs) 

placed on a seal coat pavement. 

1.2 The values given in parentheses (if provided) are not standard and may not be exact 

mathematical conversions. Use each system of units separately. Combining values from 

the two systems may result in nonconformance with the standard. 

2. PROCEDURE 

2.1 Site Selection: The field test will be conducted on a roadway with a Grade 3 or Grade 4 

sealcoat pavement surface, a minimum posted speed limit of 50 mph, and a minimum 

annual average daily traffic (AADT) count of 6,000 vehicles, unless otherwise designated 

by the Construction Division, Materials and Pavements Section (CST/M&P). CST/M&P 

will select the field test site. 

2.2 Installation: 

2.2.1 The producer must provide 225 RPMs from the same lot at no cost to the Department. 

CST/M&P will select a minimum of 100 test RPMs and 100 control RPMs for the 

roadway installation and evaluation. The type of RPM will depend on the roadway.  

Note 1—The control RPMs may be any RPM or combination of RPMs listed on the 

current Material Producer List (MPL) for pavement markers and traffic buttons. 

2.2.2 The producer must provide a Contractor with a successful history of RPM installation on 

TxDOT projects for CST/M&P approval. The approved Contractor will install test RPMs 

and control RPMs between the existing RPMs in the sequence stipulated by CST/M&P.  

2.2.3 At least 30 days prior to application, the producer will request CST/M&P approval of the 

proposed installation date and the manufacturer and product code for the adhesive. The 

producer must inform CST/M&P as soon as possible regarding any changes to the 

installation date due to weather or other causes that would delay installation. A 

CST/M&P representative must be present for the application unless otherwise required. 
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2.2.4 The producer must notify CST/M&P of any problems or concerns with the installation 

within one week after the installation. CST/M&P will determine if they justify a re-

installation. 

2.3 Field Evaluation: 

2.3.1 CST/M&P will evaluate the RPMs 12–14 months after application to the roadway in 

accordance with DMS-4200 and the Field Evaluations procedure described in the most 

current National Transportation Product Evaluation Program (NTPEP) “Committee Work 

Plan for Evaluation of Permanent Non-Plowable Raised Pavement Markers,” available at 

www.ntpep.org. 

2.3.2 CST/M&P will provide the producer with a suggested date for the field test evaluation at 

least one month prior to completion of the field trial.  

2.3.3 The producer must provide the traffic control for the evaluation. The producer must 

provide the name of the contractor and their traffic control plan at least 2 weeks prior to 

the scheduled evaluation date. The traffic control plan and implementation shall be in 

conformance with TxDOT’s corresponding Traffic Control Plan Standard and approved 

by the Engineer. 

http://www.ntpep.org/

