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Y/2"x12" FLEXIBLE TUBING (PVC TUBING
WITH ULTRA-VIOLET INHIBITORS)

Ys" CABLE CLAMP, ZINC PLATED
U-BOLT AND CLEVIS TYPE.

Y8" TXT GALVANIZED STEEL CABLE "ORANGE"

OR WHITE VINYL COATED FOR HIGH VISIBILITY.
USE 3 GUY CABLES SPACED EQUALLY AROUND
TREE JUST INSIDE THE WATERING BASIN.

LOCATE CABLE ABOVE FIRST MAJOR BRANCH

3" LAYER OF BARK MULCH

WATERING BASIN: MAX. WIDTH 12" BEYOND
EDGE OF HOLE. MAX. HEIGHT 8". TO BE

SET PLUMB AND IN CENTER OF PIT,
PLACE SOIL ON TOP OF BALL, ONLY MULCH.

TURNBUCKLE, EYE AND EYE, ZINC PLATED,
OPEN LENGTH, 3%" THREAD DIAMETER.

10-5/8"

DO NOT

CONSTRUCTED WITH PLANTING MIX.
FINISH GRADE

COMPACTED PLANTING MIX TO LEVEL
TREE AND ESTABLISH PROPER PLANTING
ELEVATION.

PREPARED PLANTING MIX (SEE
GENERAL NOTES), PUDDLE
IN 12" LAYERS.

FERTILIZER TABLETS

SCARIFY SIDES OF HOLE TO BREAK GLAZE.
HOLE TO BE CIRCULAR WITH VERTICAL SIDES.

EARTH ANCHOR (INSTALL ACCORDING TO
MANUFACTURER’S INSTRUCTIONS).

3 - 6" METAL "T" POSTS.
(MIN. 3° ABOVE GRADE.
MIN. 12" INTO UNDISTURBED
SOILY.

TREE PLANTING DETAIL
B&B OR CONTAINER

NOT TO SCALE.
STAKING FOR SINGLE TRUNK TREES 3" to 6" CALIPER
FOR ALL OTHER SIZES SEE APPLICABLE DETAILS.

FERTILIZER SCHEDULE:

PLANTING

TREES

SHRUBS AND PERENNIALS:

5-GALLON TREES
2 AGRIFORM#* 21 GRAM TABLETS

15-GALLON TREES
3 AGRIFORM#* 21 GRAM TABLETS

30-GALLON AND LARGER, 24" BOX
AND LARGER, AND ALL B&B MATERIAL
1 AGRIFORM# 21 GRAM TABLETS PER
EACH ONE-HALF (1/2) INCH OF
CALIPER.

2-GALLON AND SMALLER
1 AGRIFORM* 21 GRAM TABLET

3 TO 5-GALLON AND B&B MATERIAL
WITH SPREADS TO THREE (3) FT.
2 AGRIFORMS#s 21 GRAM TABLETS

15-GALLON AND B&B MATERIAL WITH
SPREADS GREATER THAN THREE (3) FT,
3 AGRIFORM# 21 GRAM TABLETS.

SPACE TABLETS EVENLY AROUND ROOT BALL
APPROX. 8" BELOW GRADE. PLACE NEXT TO
BALL. (SEE ‘TREE PLANTING’ DETAIL)

SPACE TABLETS EVENLY AROUND ROOT BALL
AND PLACE AT A DEPTH APPROX. 1/3 BALL
DEPTH NEXT TO BALL. (SEE ‘SHRUB
PLANTING’ DETAIL)

» OR APPROVED EQUAL

* OR APPROVED EQUAL

DEWITT COBRA TREE ROPE AND
DEWITT COBRA TREE SUPPORT
«\/ STRAP OR APPROVED EQUAL. 120° &
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TREE STAKING DETAIL

NOT TO SCALE. STAKING FOR MULTI- TRUNKED
TREES LESS THAN 3" CALIPER

TREE TRUNK

GUY CABLES OR
TREE ROPES (TYP.)

STAKE OR T-POST (TYP.)

PLAN VIEW

SINGLE TRUNK TREES

3 - 8 METAL "T" POSTS.

DEWITT COBRA TREE ROPE AND

FOR BALLED-IN BURLAP PLANTS:

REMOVE ALL OF WIRE BASKET FROM SIDES
OF ROOTBALL PRIOR TO BACKFILLING.
REMOVE ANY TIES FROM BASE OF TRUNK
AFTER PLANTING.

DEWITT COBRA TREE SUPPORT STRAP
OR APPROVED EQUAL.

SET PLUMB AND IN CENTER OF PIT. NO SOIL
///////—_ SHALL BE PLACED ON TOP OF BALL, MULCH ONLY.

3" LAYER OF BARK MULCH

PREPARED PLANT X
FINISH GRADE E ED PLANTING MI SEE

GENERAL NOTES), PUDDLE
IN 12" LAYERS.

FERTILIZER TABLETS - =
SCARIFY SIDES OF HOLE TO BREAK GLAZE.
COMPACTED PLANTING MIX TO LEVEL ° HOLE TO BE CIRCULAR WITH VERTICAL SIDES.
TREE AND ESTABLISH PROPER PLANTING y
ELEVATION. 7
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TREE PLANTING DETAIL
B&B OR CONTAINER

NOT TO SCALE. STAKING FOR SINGLE TRUNK TREES LESS THAN 3"
CAL. FOR ALL OTHER SIZES. SEE APPLICABLE DETAILS.

[e—— MEAN PLANT HEIGHT

MEAN PLANT WIDTH

ALL TREES SHALL BE VIGOROUS, HEALTHY, AND
WELL FORMED. FOLIAGE MASS SHALL BE FUuLL
HEIGHT AND SPREAD AS PER SPECIFICATIONS.
SEE SPECIFICATIONS FOR PRUNING NOTES.

OUTSTANDING BRANCHES NOT INCLUDED IN THE

120° &

120° %

PLAN VIEW

ATTACH ROPE TO TRUNK
FARTHEST FROM STAKE
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2" BARK MULCH

AROUND SHRUB
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TREE MEASURING DETAIL

NOT TO SCALE
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PLANT MEASUREMENTS.

MEAN PLANT WIDTH SHALL BE CENTERED ON
TRUNK, AND SHALL BE SYMMETRICAL.

MEASURING POINT - ABOVE 4" CALIPER.

MEASURING POINT - 4" CALIPER AND BELOW.

SHRUB ELANTING DETAIL

ONTAINER

NOT TO SCALE
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