
2' MIN.

10' MAX.

POLE BRACKET

POLE BRACKET

PUSH BUTTON
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"
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N
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PLASTIC POLE CAP

1
5
"

BREAKAWAY IN-LINE 

FUSEHOLDERS

2" MAX. (FLUSH DESIRABLE)

18" MIN.

LAYOUT SHEETS)

(SIZE AS SHOWN ON

CONDUIT AS REQUIRED

PIPE ONLY)

ALLOY HERE (ALUMINUM 

EMBOSS MATERIAL

STENCIL, ETCH OR

ONTO PIPE.

MUST BE ENGAGED

ALL T-BASE THREADS

THREADED CONNECTOR,

BASE

BREAKAWAY 

TO PROTECT CONDUCTORS.

USE BUSHING OR RUBBER GROMMET

DRILL POLE FOR WIRE ENTRY.

4 1/2" O.D. X 10' POLE

16" PEDESTRIAN

SIGNAL HEAD

(SYMBOL TYPE)

(WALK/WAIT)

16" PEDESTRIAN

SIGNAL HEAD

(SYMBOL TYPE)

(WALK/WAIT)

-

A

A

BOLT CIRCLE

VARIABLE

TRANSFORMER BASE

.3
7
5

5
'-

0
"

1"
12

"
12

"

3/8"

3/8"

3/8"

SCREW ANCHOR FOUNDATION DETAIL

VIEW A-A

15
 
 

13"  DIA. HELIX (3/8" PLATE)

HARDWARE DETAIL

4 1/2" SHAFT DIAG.

PLATE FLAT +  1/8 " WARP

 
 
3
/
4
 
"  S

Q
.

9  1/2 "-17"

2  1/4 " X 2  3/8 " SLOT

15"H X 13 3/4 " X 13 3/4 "
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PEDESTRIAN SIGNALS

FOR POLE MOUNTED

CONSTRUCTION DETAILS

SIGNAL DETAILS/STANDARDS

CD/PMPS

STD-M4

         C TxDOT 2007

03-07

05-05

04-05

NON - FUSED BREAKAWAY ELECTRICAL CONNECTOR DETAILS

SEE STANDARD (RFBA - 13) FOR NOTES AND

NOTE:

NORMAL TO AXIS

ALL  RADIAL SECTIONS

 

SHAFT DIA.

8" ( SCH. 40) PIPE 

2  5/8 " WIDE  

(BOTH SIDES)

CONDUIT OPENING

1   1/4 "  DIA. X 12" LONG

(9" EXPOSED)

1"  WIDE X  3/8 " NOTCH TO

INDICATE CONDUIT OPENING

(SYMBOL TYPE) (R10-3e)

9" X 15" "PEDESTRIAN SIGN"

CARRIAGE BOLT

1" X 4" GRADE 5

HARDWARE TO ATTACH BASE

07-14

01-14

      11-08 02-15  


