OR REDUCER.

ATTACH WITH
Q/ SLIPFITTER
]

2’ MAX.

[
>
4 -1/2" ALUMINUM <:> BEACON MOUNTING
PIPE DETAIL
BREAKAWAY IN-LINE
FUSEHOLDERS
\\ 1@“ 2" MAX. (FLUSH DESIRABLE)
. Afvgjgf
1
! A
! Z
! =
.
N
|
::ZZQK\\\ CONDUIT TO
y FLASHER CABINET AND/OR
ELECTRICAL SERVICE
(SIZE AS SHOWN ON
FRONT LAYOUT SHEETS)
NOTE:

SEE STANDARD (RFBA - 13) FOR NOTES AND
NON - FUSED BREAKAWAY ELECTRICAL CONNECTOR DETAILS

BEACON

CLOSE NIPPLE

TEE FITTING
CLOSE NIPPLE

)

12" BEACON

Lo,

SIGN (AS REQUIRED
ELSEWHERE)

DRILL POLE FOR

==¢[ WIRE ENTRY USE
BUSHING OR RUBBER
GROMMET TO PROTECT
L CONDUCTORS.
X

THREADED HUB
(CLAMP-ON OR BOLT-ON) /
—_— 2"
12" BEACON
STENCIL, ETCH OR -
EMBOSS MATERIAL A
ALLOY HERE (ALUMINUM
PIPE ONLY)
THREADED CONNECTOR, z
ALL T-BASE THREADS =
ENGAGE ONTO PIPE. =
o
BREAKAWAY BASE !
N
|
:I A
I| =z
i =
<
N
&b\\v
4% CONDUIT

HARDWARE DETAIL

VARIABLE
BOLT CIRCLE
9 1/2

2 144 "X 2 378 "SLOT

ALL RADIAL SECTIONS

Wy

=4

\—

NORMAL TO AXISZ
J
~
M

VIEW A-A

HARDWARE TO ATTACH BASE

1" X 4"

CARRIAGE BOLT

1174 " DIA. X 12"LONG

(9" EXPOSED)

GRADE 5

/4
e

-

///43

378"

15"H X 13 374 " X

~ .
QY

PLATE FLAT_+ 1/8

CONDUIT OPENING
2 5/8 "WIDE
(BOTH SIDES)

[<¢——— B" ( SCH. 40) PIPE

SHAFT DIA.
'

7

4 1/2" SHAFT DIAG.

TRANSFORMER BASE

13 374 "

I" WIDE X 3/8 "NOTCH TO
INDICATE CONDUIT OPENING

" WARP

13" DIA. HELIX (3/8"PLATE)

SCREW ANCHOR FOUNDATION DETAIL

Houston District
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SIGNAL DETAILS/STANDARDS

ROADSIDE FLASHING
BEACON ASSEMBLY
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03-07 02-15
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