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EXISTING CRCP

DRILL & EPOXY
25" FOR #6 BAR

NEW CRCP

MIN.12"
MIN.30"

EDGE OF CRCP PAVEMENT

OR LONGITUDINAL JOINT

TRANSVERSE CONSTRUCTION JOINT

REINFORCING

STEEL

5'-6" (TYP)

ALL STEEL IS IN SAME PLANE

MIN. 33d" LAP SPLICE

NOT MORE THAN 1/3 SPLICES

WITHIN A 2'-0" LENGTH

EXISTING CRCP TO NEW CRCP

BONDED CONCRETE OVERLAY

25" FOR #6 BAR

EXISTING CRCP

DRILL & EPOXY

TRANSVERSE CONSTRUCTION JOINT

MINIMUM 5'

MIN. 33d LAP SPLICE

LAP SPLICE SHALL BE IN SAME PLANE
BONDED CONCRETE OVERLAY

MIN. 12"

CRCP

BASE (REFER TO TYPICAL SECTION)

CRCP BONDED OVERLAY TO CRCP TRANSITION

(ONE LAYER STEEL)

TRANSVERSE CONSTRUCTION JOINT

MINIMUM 5'

25" FOR #6 BAR

MIN. 33d LAP SPLICE

LAP SPLICE SHALL BE IN SAME PLANE

EXISTING CRCP

DRILL & EPOXY

MIN. 12"

BASE (REFER TO TYPICAL SECTION)

CRCP

OR EXISTING CRCP

NEW CRCP

NEW CRCPNEW CRCPNEW CRCP

MIN. 10' TO SPLICE CENTER

WHEN TIE IN EXISTING CRCP

DRILL MIN. 12" &  EPOXY

MIN. 33d" LAP SPLICE

25" FOR #6 BAR

NOT MORE THAN 1/3 SPLICES

WITHIN A 2'-0" LENGTH

MINIMUM 20'-0" TRANSITION LENGTH

CRCP THICKNESS TRANSITION

CRCP BONDED OVERLAY TO CRCP TRANSITION

(TWO LAYER STEEL)
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