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WOOD POLE DETAILS ON LEVEL 1

METER DETAILS ON LEVEL 2

CONTROLLER ON LEVEL 3 (IF 3 IS OFF THEN 10 IS ON)

ALL NOTES ON LEVEL 6

1W-3S (VERTICAL) HEADS AND 1-5S (VERTICAL) ON LEVEL 7

FLASHER 3W-1S ON LEVEL 20

FLASHER 1W-1S ON LEVEL 21

1W-3S (HORIZONTAL) HEAD ON LEVEL 4

1W-4S (HORIZONTAL) HEAD ON LEVEL 1 1 WITH DOUBLE PIPE

1W-4S (HORIZONTAL) HEAD ON LEVEL 12 WITH SINGLE PIPE

1W-5S (HORIZONTAL) HEAD ON LEVEL 8 WITH SINGLE PIPE

1W-5S (HORIZONTAL) HEAD ON LEVEL 9 WITH DOUBLE PIPE

3W-3S (VERTICAL) HEADS ON LEVEL 22 (IF 22 IS ON TURN OFF 5)

  

 

       DURING THE VARIOUS PHASES OF CONSTRUCTION.

       OF SIGNAL CABLE ON THE SPAN WIRE FOR ADJUSTING SIGNAL HEADS

  8.   FOR TEMPORARY SIGNAL INSTALLATION, COIL A SUFFICIENT LENGTH

 

       THE LUMINAIRE.

       FOR WOOD POLE MOUNTING OF 2 IN. PIPE WITH SLIPFITTER MOUNTING OF

       WOOD SIGNAL POLES, IF REQUIRED.  CONSTRUCT STEEL UPSWEEP MAST ARM

  7.   FOR  TEMPORARY SIGNAL INSTALLATION, INSTALL LUMINAIRES  ON

 

       SOURCE, IF REQUIRED.

  6.   FOR TEMPORARY SIGNAL INSTALLATION, INSTALL A SEPARATE POWER

 

  5.   FURNISH LEFT TURN SIGNAL HEAD WHEN REQUIRED.

 

  4.   FURNISH MINIMUM 2 SIGNAL HEADS PER APPROACH.

 

  3.   FURNISH HIGH STRENGTH GALVANIZED SPAN WIRE.

 

       TO THE NEAREST GROUND ROD USING SOFT BARE NO. 6 COPPER WIRE.

       METAL CONDUITS.  GROUND AND BOND CONDUITS, POLES, AND CONTROLLERS

  2.   INSTALL GROUNDING BUSHINGS ON THE ENDS OF UNDERGROUND RIGID

 

       PLACING INTO OPERATION.

       CONCEAL THE SIGNAL FACES FROM THE TIME OF INSTALLATION UNTIL

  1.   WRAP SIGNAL HEADS WITH DARK PLASTIC OR SUITABLE MATERIAL TO
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LUMINAIRE

 

VOLT SERVICE

120/240

NO. 6 ARMORED CABLE

AS REQUIRED

METAL STRAP

              A SUFFICIENT LENGTH OF SIGNAL CABLE FOR ADJUSTING 

              SIGNAL HEADS DURING THE VARIOUS PHASES OF CONSTRUCTION.

NOTE:    THE CONTRACTOR SHALL COIL ON THE SPAN WIRE  

  MAST ARM  

SAFETY LIGHTING

CABLE & CONDUIT FOR

W/P.E. CONTROL

SERVICE ENCLOSURE

(�" X 8’)

GROUND ROD

COPPER 

CONNECTOR

ELECTRICAL

CRIMP TYPE

2’

WOOD POLE

40’ OR 50’

WITH ANGLEYE

�" (MIN.) THIMBLEYE BOLT

(HIGH STRENGTH)

MESSENGER STRAND

�" GALV.

1�" CONDUIT

3-#4XHHW

WIRE GUARD

GALV. GUY

3’ MIN. TO 4’ MAX.

CONTROLLER

FLASHER

ANCHOR

8’-10" SCREW

2�" O.D.

2" SCH 40 PIPE

S
U

R
F

A
C

E

T
O
 

R
O

A
D

W
A

Y

3
5
’-

0
"

3’-0" MAX

2’-3" MIN

(�" MIN.)

THIMBLEYE BOLT

AS REQUIRED

CONDUITS

3% SAG

1W-4S, 12"  LENS

     TO CONTROLLER

1W-3S, 12"  LENS

SIGNAL HEAD NO.2 SIGNAL HEAD NO. 1
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TO SIGNAL HEAD NO. 1

LEAD - IN CABLE FROM CONTROLLER

JUMPER TO SIGNAL HEAD NO. 2

NOTE:  BACKPLATES OMITTED FOR CLARITY (IF REQUIRED)

L �"  X 2" MIN.

FITTING ASSEMBLY DETAILS

SEE CFA-12 FOR CLAMP-ON
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