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FRONT OF SIGN PANEL

FRONT OF V.I.A.

BACKUP WALL

PIPE CLAMP

CASTING

U-BOLT
SIGN PANEL

PIPE AS CALLED FOR IN THE PLANS

3"X3/8"  (TYP.)

W/2-9/16" DIA HOLES

LP

GRADE

•"X5 •" CONCRETE ANCHORS,

KWIK-BOLT,PARABOLT, OR EQUAL

(TYP.)

V.I.A. BACKUP WALL

SEE DETAIL "A"

15"

„" THK STL PLATE
RADIUS AS

REQUIRED

SADDLE DETAIL

 SADDLES SHALL BE BOLTED TO ALUMINUM Z WITH

…" DIA.BOLTS,AND SHALL BE CLAMPED TO WINDBEAMS

SHEET. SADDLES SHALL BE GALVANIZED AND COATED WITH

ZINC RICH PAINT.

NOTES:

SIGN PANELSSADDLE

WINDBEAM OR ALUM Z

BRIDGE COLUMN

SIGN ATTACHMENT TO

BRIDGE COLUMNS

3"X3"X3/8"   (TYP.)

•"DIA.ROD W/3" THREADS

ON EACH END. RODS SHALL

BE GALVANIZED. FURNISH

WITH 2 LOCK WASHERS AND

2 HEX NUTS FOR EACH ROD.

3"X3"X3/8"  'S SHALL BE

C

C

SADDLES

BRIDGE COLUMN

WINDBEAM

…" DIA. BOLTS (TYP.)

C WINDBEAM

SIGN PANEL

SADDLE

•"DIA.ROD

(TYP.)

(LOOKING THRU PANELS)

ELEVATION SIDE VIEW

BACKUP WALL FOR PIPE POSTS

ALTERNATE ATTACHMENT

DETAIL
SIGN SUPPORT ATTACHMENT TO V.I.A. BACKUP

WALL FOR STRUCTURAL STEEL POSTS

ELEVATION SIDE VIEW
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INCLUDED IN THE UNIT PRICE BID FOR "ALUMINIUM SIGN TYPE A".

SEE ISOMETRIC"A"

C9X15

3"X3"X3/8"

USING POST CLAMPS AS DETAILED ON THE SMD (2-1)1
"

1
"

SIGN SUPPORT ATTACHMENT TO V.I.A.

ALUMINUM Z

SHALL BE GALVANIZED.

BOLTS WITH LOCKWASHERS. 'S

WINDBEAM USING 3/8" DIA.

BOLTED TO ALUMINUM Z AND 

SMD(MISC)-14

B B

SECTION B-B

 SADDLES, 'S, RODS, WINDBEAMS AND ZEE SHALL BE

9-14 Saddle detail

      section & note
11-23 Bridge column


